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PILGRIM RD AND PLYMOUTH RD
UTILITIES IMPROVEMENTS

100% SET
CITY OF WEST PALM BEACH

PALM BEACH COUNTY, FLORIDA

CTA PROJECT NUMBER:22-0048-001-01
Leonard Z. Gamble

Florida P.E. No. 65921

SECTION 03, TOWNSHIP 44, RANGE 43

BID NO 21-XX

DATE: JANUARY 2026

PREPARED FOR:

PILGRIM ROAD AND PLYMOUTH ROAD
UTILITIES SEWER IMPROVEMENTS

CITY OF WEST PALM BEACH

PLYMOUTH RD

CONTACTS:
OWNER: CITY OF WEST PALM BEACH
CONTACT: RANDY ERYSTHEE, P.E. SR. PROJECT ENGINEER 
PHONE:(561)-494-1111

ENGINEER OF RECORD: CRAVEN THOMPSON & ASSOCIATES, INC. 
CONTACT: LEONARD Z. GAMBLE, P.E.
PHONE:(954)-739-6400

BUILDING DEPARTMENT: CITY OF WEST PALM BEACH 
CONTACT: ROBERT BROWN
PHONE:(561)-805-6714

PILGRIM RD
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VE

MAYOR:
KEITH JAMES

COMMISSIONERS:
DISTRICT #1 CATHLEEN WARD
DISTRICT #2 SHALONDA WARREN
DISTRICT #3 CHRISTY FOX
DISTRICT #4 JOSEPH PEDUZZI
DISTRICT #5 CHRISTINA LAMBERT

CITY ADMINISTRATOR:
FAYE W. JOHNSON

ASSISTANT CITY ADMINISTRATOR:
ARMANDO FANA

PUBLIC UTILITIES DIRECTOR:
VICTOR G. CAROSI, P.E.

CITY PROJECT # 51999941
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PILGRIM ROAD AND PLYMOUTH ROAD
UTILITIES IMPROVEMENTS

PREPARED FOR
CITY OF WEST PALM BEACH C-2

GENERAL NOTES &
SPECIFICATIONS
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EX. 8" C.I.P  W.M.

EX. 3" A.C.P  W.M.

EX. 8" C.I.P  W.M.

EX. 8" V.C.P.  S.S.

EX. 15" R.C.P.  S.T.R.M.

50.00' R.O.W.

70.00' R.O.W.

PILGRIM RD

S O
LIVE AVE

REMOVE EXISTING FIRE
HYDRANT ASSEMBLY.

CUT AND PLUG EXISTING 6"
WATER MAIN AT THE TEE FITTING
AND RESTRAIN EXISTING WATER
MAIN PER CITY OF WEST PALM
BEACH RESTRAINT DETAIL.

EX. 6" X 3"
REDUCER

EX. 6" C.I.P. W.M.

REMOVE EX. 3" TRANSITE W.M.
CONTRACTOR SHALL HAVE THE NEW
WATER MAIN CERTIFIED BY THE FDOH AND
HAVE ALL NEW METERS CONNECTED TO
THE NEW WATER MAIN BEFORE REMOVING
THE EXISTING WATER MAIN.

EX. AT&T CONDUIT

EX. FIBER OPTIC CABLE
(CROWN CASTLE)

X

EX. IN-LINE VALVE

EX. 12" V.C.P.  S.S.

EX. 24" R.C.P.  S.T.R.M.

EX. GAS MAIN
REMOVE EX. 6" TRANSITE W.M.
CONTRACTOR SHALL HAVE THE NEW
WATER MAIN CERTIFIED BY THE FDOH AND
HAVE ALL NEW METERS CONNECTED TO
THE NEW WATER MAIN BEFORE REMOVING
THE EXISTING WATER MAIN.

LIMITS OF CONSTRUCTION

PROPOSED SANITARY
SEWER LATERAL REROUTE

PROPOSED SANITARY
SEWER LATERAL REROUTE

EX. WYE FOR SAN LATERAL PER
CCTV. CONTRACTOR TO LOCATE
THE POINT OF CONNECTION AT
R/W. (TYP.)

EX. WYE FOR SAN LATERAL PER
CCTV. CONTRACTOR TO LOCATE
THE POINT OF CONNECTION AT
R/W. (TYP.)

PILGRIM RD

PLYMOUTH RD

S FLAG
ER
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R
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C-3 C-4 C-5

C-6 C-7 C-8

40'0 20'

PLAN VIEW
SCALE: 1"=20'
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December 16, 2025CITY PROJECT No. 51999941

PILGRIM ROAD AND PLYMOUTH ROAD
UTILITIES IMPROVEMENTS

PREPARED FOR
CITY OF WEST PALM BEACH C-3DEMOLITION PLAN

VERTICAL INFORMATION HEREON IS RELATIVE TO
THE NORTH AMERICAN VERTICAL DATUM (NAVD88).

N.G.V.D

N.A.V.D. 88
N.A.V.D. 88 = N.G.V.D 29 - 1.50'
N.G.V.D. 29 = N.A.V.D. 88 + 1.50'

1.50'

DEMOLITION LEGEND:

PLUG

>< >< >< ><

EXISTING WATER MAIN AND SANITARY SEWER PIPE
TO BE REMOVED.

EXISTING WATER MAIN AND SEWER MAIN TO
BE GROUT FILLED & ABANDONED IN-PLACE.

X EXISTING MANHOLE REMOVAL

EXISTING LEGEND:

RIGHT-OF-WAY
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EX. 3" A.C.P  W.M.

EX. 6" D.I.P  W.M.

EX. 8" V.C.P.  S.S.

50.00' R.O.W.PILGRIM RD

CUT AND PLUG EXISTING 3"
WATER MAIN TO BE  REMOVED.

RESTRAIN EXISTING WATER MAIN
PER CITY OF WEST PALM BEACH

RESTRAINT DETAIL.

EX. 8.5' EASEMENT

X
X

REMOVE EX. 3" TRANSITE W.M.
CONTRACTOR SHALL HAVE THE NEW
WATER MAIN CERTIFIED BY THE FDOH AND
HAVE ALL NEW METERS CONNECTED TO
THE NEW WATER MAIN BEFORE REMOVING
THE EXISTING WATER MAIN.

LIMITS OF CONSTRUCTION

PROPOSED SANITARY
SEWER LATERAL REROUTE

PROPOSED SANITARY
SEWER LATERAL REROUTE

PROPOSED SANITARY
SEWER LATERAL REROUTE

EX. WYE FOR SAN LATERAL PER
CCTV. CONTRACTOR TO LOCATE
THE POINT OF CONNECTION AT
R/W. (TYP.)

EX. WYE FOR SAN LATERAL PER
CCTV. CONTRACTOR TO LOCATE
THE POINT OF CONNECTION AT
R/W. (TYP.)

EX. WYE FOR SAN LATERAL PER
CCTV. CONTRACTOR TO LOCATE

THE POINT OF CONNECTION AT
R/W. (TYP.)

EX. WYE FOR SAN LATERAL PER
CCTV. CONTRACTOR TO LOCATE
THE POINT OF CONNECTION AT
R/W. (TYP.)

EX. WYE FOR SAN LATERAL PER
CCTV. CONTRACTOR TO LOCATE

THE POINT OF CONNECTION AT
R/W. (TYP.)
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PILGRIM ROAD AND PLYMOUTH ROAD
UTILITIES IMPROVEMENTS

PREPARED FOR
CITY OF WEST PALM BEACH C-4DEMOLITION PLAN

VERTICAL INFORMATION HEREON IS RELATIVE TO
THE NORTH AMERICAN VERTICAL DATUM (NAVD88).

N.G.V.D

N.A.V.D. 88
N.A.V.D. 88 = N.G.V.D 29 - 1.50'
N.G.V.D. 29 = N.A.V.D. 88 + 1.50'

1.50'

DEMOLITION LEGEND:

PLUG

>< >< >< ><

EXISTING WATER MAIN AND SANITARY SEWER PIPE
TO BE REMOVED.

EXISTING WATER MAIN AND SEWER MAIN TO
BE GROUT FILLED & ABANDONED IN-PLACE.

X EXISTING MANHOLE REMOVAL

EXISTING LEGEND:

RIGHT-OF-WAY

KEY MAP
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PILGRIM ROAD AND PLYMOUTH ROAD
UTILITIES IMPROVEMENTS

PREPARED FOR
CITY OF WEST PALM BEACH C-5DEMOLITION PLAN

VERTICAL INFORMATION HEREON IS RELATIVE TO
THE NORTH AMERICAN VERTICAL DATUM (NAVD88).

N.G.V.D

N.A.V.D. 88
N.A.V.D. 88 = N.G.V.D 29 - 1.50'
N.G.V.D. 29 = N.A.V.D. 88 + 1.50'

1.50'

DEMOLITION LEGEND:

PLUG

>< >< >< ><

EXISTING WATER MAIN AND SANITARY SEWER PIPE
TO BE REMOVED.

EXISTING WATER MAIN AND SEWER MAIN TO
BE GROUT FILLED & ABANDONED IN-PLACE.

X EXISTING MANHOLE REMOVAL

EXISTING LEGEND:

RIGHT-OF-WAY

KEY MAP

NO DEMOLITION ACTIVITIES ARE PROPOSED
IN THIS AREA

PLUG

>< >< >< ><

EXISTING WATER MAIN AND SANITARY SEWER PIPE
TO BE REMOVED.

EXISTING WATER MAIN AND SEWER MAIN TO
BE GROUT FILLED & ABANDONED IN-PLACE.

X EXISTING MANHOLE REMOVAL
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EX. 3" A.C.P  W.M.

EX. 8" C.I.P  W.M.

EX. 12" V.C.P.  S.S.

50.00' R.O.W.

70.00' R.O.W.

PLYMOUTH RD

S O
LIVE AVE

REMOVE EXISTING FIRE
HYDRANT ASSEMBLY.
H3259

CUT AND PLUG EXISTING 6"
WATER MAIN TO BE GROUT
FILLED & ABANDONED
IN-PLACE. PROVIDE
CONCRETE THRUST BLOCK
BETWEEN PLUGS

>< >< >< >< >< >< >< >< >< ><

CUT AND PLUG EXISTING 6"
WATER MAIN TO BE GROUT
FILLED & ABANDONED
IN-PLACE. PROVIDE
CONCRETE THRUST BLOCK
BETWEEN PLUGS

EX. 6" C.I.P. W.M.
TO BE GROUT FILLED &
ABANDONED IN-PLACE.

EX. 6" X 3"
REDUCER

EX. 3" TRANSITE W.M.
TO BE ABANDONED IN-PLACE.

EX. AT&T CONDUIT

EX. FIBER OPTIC CABLE
(CROWN CASTLE)

>< >< >< >< >< >< >< >< >< >< >< >< >< >< >< >< >< >< >< >< >< >< >< >< >< >< >< >< >< >< >< >< ><

X X

EX. IN-LINE VALVE

EX. IN-LINE VALVE

EXISTING IN-LINE VALVE
APPROXIMATE LOCATION

EX. 12" V.C.P.  S.S.

EX. 24" R.C.P.  S.T.R.M.

EX. GAS MAIN

EX. BURIED ELECTRIC

EX. 12" V.C.P. S.S. TO BE
GROUT FILLED AND

ABANDONED IN PLACE

LIMITS OF CONSTRUCTION

PROPOSED SANITARY
SEWER LATERAL REROUTE

PROPOSED SANITARY
SEWER LATERAL REROUTE

EX. WYE FOR SAN LATERAL PER
CCTV. CONTRACTOR TO LOCATE
THE POINT OF CONNECTION AT
R/W. (TYP.)

EX. WYE FOR SAN LATERAL PER
CCTV. CONTRACTOR TO LOCATE
THE POINT OF CONNECTION AT
R/W. (TYP.)

EX. WYE FOR SAN LATERAL PER
CCTV. CONTRACTOR TO LOCATE
THE POINT OF CONNECTION AT
R/W. (TYP.)

EX. WYE FOR SAN LATERAL PER
CCTV. CONTRACTOR TO LOCATE
THE POINT OF CONNECTION AT
R/W. (TYP.)

EX. WYE FOR SAN
LATERAL PER CCTV.
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PILGRIM ROAD AND PLYMOUTH ROAD
UTILITIES IMPROVEMENTS

PREPARED FOR
CITY OF WEST PALM BEACH C-6DEMOLITION PLAN

VERTICAL INFORMATION HEREON IS RELATIVE TO
THE NORTH AMERICAN VERTICAL DATUM (NAVD88).

N.G.V.D

N.A.V.D. 88
N.A.V.D. 88 = N.G.V.D 29 - 1.50'
N.G.V.D. 29 = N.A.V.D. 88 + 1.50'

1.50'

DEMOLITION LEGEND:

PLUG

>< >< >< ><

EXISTING WATER MAIN AND SANITARY SEWER PIPE
TO BE REMOVED.

EXISTING WATER MAIN AND SEWER MAIN TO
BE GROUT FILLED & ABANDONED IN-PLACE.

X EXISTING MANHOLE REMOVAL

EXISTING LEGEND:

RIGHT-OF-WAY

KEY MAP
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EX. 3" A.C.P  W.M.

EX. 12" V.C.P.  S.S.

50.00' R.O.W.PLYMOUTH RD
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EX. 4" P.V.C. W.M.
TO BE GROUT FILL &

ABANDONED IN-PLACE.

EX. 4" X 3"
REDUCER

CUT AND PLUG EXISTING 4"
WATER MAIN TO BE GROUT

FILLED & ABANDONED
IN-PLACE. PROVIDE

CONCRETE THRUST BLOCK
BETWEEN PLUGS

EX. 3" TRANSITE W.M.
TO BE ABANDONED IN-PLACE.
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X X

EX. 12" V.C.P. S.S. TO BE
GROUT FILLED AND

ABANDONED IN PLACE

PROPOSED SANITARY
SEWER LATERAL REROUTE

PROPOSED SANITARY
SEWER LATERAL REROUTE

PROPOSED SANITARY
SEWER LATERAL REROUTE

EX. WYE FOR SAN LATERAL PER
CCTV. CONTRACTOR TO LOCATE

THE POINT OF CONNECTION AT
R/W. (TYP.)

EX. WYE FOR SAN LATERAL PER
CCTV. CONTRACTOR TO LOCATE

THE POINT OF CONNECTION AT
R/W. (TYP.)

EX. WYE FOR SAN LATERAL PER
CCTV. CONTRACTOR TO LOCATE

THE POINT OF CONNECTION AT
R/W. (TYP.)

EX. WYE FOR SAN LATERAL PER
CCTV. CONTRACTOR TO LOCATE

THE POINT OF CONNECTION AT
R/W. (TYP.)

EX. WYE FOR SAN
LATERAL PER CCTV.
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PILGRIM ROAD AND PLYMOUTH ROAD
UTILITIES IMPROVEMENTS

PREPARED FOR
CITY OF WEST PALM BEACH

VERTICAL INFORMATION HEREON IS RELATIVE TO
THE NORTH AMERICAN VERTICAL DATUM (NAVD88).

N.G.V.D

N.A.V.D. 88
N.A.V.D. 88 = N.G.V.D 29 - 1.50'
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1.50'

DEMOLITION LEGEND:
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EXISTING WATER MAIN AND SANITARY SEWER PIPE
TO BE REMOVED.

EXISTING WATER MAIN AND SEWER MAIN TO
BE GROUT FILLED & ABANDONED IN-PLACE.

X EXISTING MANHOLE REMOVAL

EXISTING LEGEND:

RIGHT-OF-WAY

KEY MAP
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EX. 12" D.I.P  W.M.

EX. 4" P.V.C.  W.M.

EX. 12" V.C.P.  S.S.

EX. 18" V.C.P.  S.S.

EX. 15" R.C.P.  S.T.R.M.50.00' R.O.W.
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EX. 4" P.V.C.  W.M.

EX. 4" P.V.C. W.M.
TO BE GROUT FILL &
ABANDONED IN-PLACE.
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EX. 6" X 4"
REDUCER

EX. 6" C.I.P. W.M.
TO BE GROUT FILL &

ABANDONED IN-PLACE.
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REMOVE EXISTING FIRE
HYDRANT ASSEMBLY.

CUT AND PLUG EXISTING 6"
WATER MAIN TO BE GROUT
FILLED & ABANDONED
IN-PLACE. PROVIDE
CONCRETE THRUST BLOCK
BETWEEN PLUG AND
SLEEVE.

>< >< >< >< >< >< >< >< >< >< >< >< >< >< >< >< >< >< >< >< >< >< >< >< >< >< >< >< >< >< >< >< >< >< >< >< >< >< >< >< >< >< >< >< >< >< >< >< >< >< >< >< >< >< >< >< >< >< >< >< >< >< >< >< >< ><

X

EX. 12" V.C.P. S.S. TO BE
GROUT FILLED AND

ABANDONED IN PLACE

LIMITS OF CONSTRUCTION

EX. WYE FOR SAN LATERAL PER
CCTV. CONTRACTOR TO LOCATE
THE POINT OF CONNECTION AT
R/W. (TYP.) EX. WYE FOR SAN LATERAL PER

CCTV. CONTRACTOR TO LOCATE
THE POINT OF CONNECTION AT

R/W. (TYP.)

REMOVE EXISTING TEE
AND INSTALL 12" SLEEVE
FITTING.

PILGRIM RD

PLYMOUTH RD

S FLAG
ER

 D
R

S O
LIVE AVE

C-3 C-4 C-5

C-6 C-7 C-8

40'0 20'

PLAN VIEW
SCALE: 1"=20'

CRAVEN   THOMPSON AND ASSOCIATES, INC.
ENGINEERS       PLANNERS       SURVEYORS

Leonard Z. Gamble
Florida P.E. No. 65921

December 16, 2025CITY PROJECT No. 51999941

PILGRIM ROAD AND PLYMOUTH ROAD
UTILITIES IMPROVEMENTS

PREPARED FOR
CITY OF WEST PALM BEACH C-8DEMOLITION PLAN

VERTICAL INFORMATION HEREON IS RELATIVE TO
THE NORTH AMERICAN VERTICAL DATUM (NAVD88).

N.G.V.D

N.A.V.D. 88
N.A.V.D. 88 = N.G.V.D 29 - 1.50'
N.G.V.D. 29 = N.A.V.D. 88 + 1.50'

1.50'

DEMOLITION LEGEND:

PLUG

>< >< >< ><

EXISTING WATER MAIN AND SANITARY SEWER PIPE
TO BE REMOVED.

EXISTING WATER MAIN AND SEWER MAIN TO
BE GROUT FILLED & ABANDONED IN-PLACE.

X EXISTING MANHOLE REMOVAL

EXISTING LEGEND:

RIGHT-OF-WAY

KEY MAP
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50.00' R.O.W.

70.00' R.O.W.

EX. AT&T CONDUIT
EX. FIBER OPTIC CABLE
(CROWN CASTLE)

3.15'

1 I.E.= 4.38 (E)
R.E.=9.11 273.46' of 8" P.V.C. @ -0.40%

8" D.I.P. W.M.
STA:1+00.00
OFF:7.50'R

8" D.I.P. W.M.
STA:2+00.00
OFF:7.50'R

8" D.I.P. W.M.
STA:3+00.00
OFF:7.50'R

8"X6" ANCHOR TEE &
VALVE W/ FH ASSEMBLY
STA:0+82.19
OFF:7.50'R

CUT IN AND VERTICALLY
ROTATE 8"X8" TEE.

SAMPLE POINT #1
STA:0+18.65

OFF:7.50'R

EX. 4" IN-LINE VALVE

EX. 12" V.C.P.  S.S.

EX. 15" R.C.P.  S.T.R.M.

EX. 24" R.C.P.  S.T.R.M.

EX. 4" GAS MAIN

EX. FIBER OPTIC CABLE
(CROWN CASTLE)

EX. 2" GAS MAIN

EX. 4" C.I.P  W.M.

EX. 8" IN-LINE VALVE

STATION 0+00
BEGINS AT CENTER

LINE OF S OLIVE
AVE.

REMOVE EXISTING FIRE
HYDRANT ASSEMBLY.

6" SANITARY SEWER
LATERAL @ MIN 1%
SLOPE.  CONTRACTOR
TO PERFORM  SURVEY
AND TEST HOLES
ADEQUATE TO VERIFY
LOCATION OF EXISTING
SEWER PRIOR TO
PERFORMING WORK.

6" SANITARY SEWER LATERAL @
MIN 1% SLOPE.  CONTRACTOR  TO

PERFORM  SURVEY AND TEST
HOLES ADEQUATE TO VERIFY

LOCATION OF EXISTING SEWER
PRIOR TO PERFORMING WORK.

6" SANITARY SEWER
LATERAL @ MIN 1%
SLOPE.  CONTRACTOR
TO PERFORM  SURVEY
AND TEST HOLES
ADEQUATE TO VERIFY
LOCATION OF EXISTING
SEWER PRIOR TO
PERFORMING WORK.

PROP. FIRE HYDRANT
ASSEMBLY W/ ANCHOR
TEE & 6" G.V.
SAMPLE POINT #2

B.O.P. PROP. 8" D.I.P. = 5.56
T.O.P. EX. 15" R.C.P. = 5.06

B.O.P. EX. (2) 4" P.V.C. = 7.18
T.O.P. PROP. 8" D.I.P. = 2.44

B.O.P. PROP. 8" D.I.P. = 5.56
T.O.P. EX. 4" GAS MAIN = 5.40

EX. CLEANOUT LOCATED
BY CONTRACTOR,

ASSUMED EX. LATERAL
BETWEEN CONTRACTORS

LOCATION AND CCTV
SERVICE LOCATION.

RESTRAIN EX.
WATER MAIN AS

REQUIRED

RESTRAIN EX. WATER
MAIN AS REQUIRED

CONNECT EXISTING SERVICE
LINE WITH FITTINGS (TYP.)

6" SANITARY SEWER
LATERAL @ MIN 1%
SLOPE (TYP.)

CUT IN 6" CLEAN OUT
(POINT OF SERVICE AT R/W, TYP.)

REMOVE EX. 3" TRANSITE W.M.
CONTRACTOR SHALL OBTAIN
CERTIFICATION OF THE  NEW WATER MAIN
FROM THE FDOH AND ENSURE THAT ALL
THE NEW WATER METERS CONNECTED TO
THE NEW WATER MAIN PRIOR REMOVING
THE EXISTING WATER MAIN AND
INSTALLING THE NEW DRAINAGE.

REMOVE EX. 6" TRANSITE W.M.
CONTRACTOR SHALL OBTAIN
CERTIFICATION OF THE  NEW WATER MAIN
FROM THE FDOH AND ENSURE THAT ALL
THE NEW WATER METERS CONNECTED TO
THE NEW WATER MAIN PRIOR REMOVING
THE EXISTING WATER MAIN AND
INSTALLING THE NEW DRAINAGE.

REMOVE AND REPLACE
6" SANITARY SEWER
LATERAL @ MIN 1%
SLOPE (TYP.)

8" G.V.
STA:0+24.17

OFF:7.50'R

5.00'5.28'

3.00'

REMOVE EXISTING
TEE AND INSTALL 8"

SLEEVE FITTING.

8" 22.5° VERTICAL BEND
STA:0+20.90

OFF:7.50'R
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1+00 2+00 3+00

EXISTING GRADE

EX. 8" V.C.P.  S.S.
(TO BE REMOVED)

EX. 6" W.M.
(TO BE REMOVED)

MIN. 36"
DEPTH
COVER

273 L.F. - 8" P.V.C. @ -0.40% SLOPE

0

2

4

6
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12

1+00 2+00 3+00

6" MIN.

8"X6" ANCHOR TEE
STA:0+82.19

T.O.P=6.18

8" D.I.P. W.M.
STA:1+00.00

T.O.P=6.12

8" D.I.P. W.M.
STA:2+00.00

T.O.P=6.00

8" D.I.P. W.M.
STA:3+00.00

T.O.P=5.83

EX. 15" R.C.P.
T.O.P=5.06

EX. 4" P.E. GAS MAIN
T.O.P=5.40

EX. (2) 4" P.V.C.
ELECTRIC CONDUITS

T.O.P=7.18

8" 22.5° VERTICAL BEND
STA:0+20.90

T.O.P=6.27

8" D.I.P. W.M.
STA:0+29.21
B.O.P=5.56

EX. FIBER OPTIC CABLE
(CROWN CASTLE)
B.O.P=±5.26

173 LF - 15" RCP166 LF - 15" RCP

1R.E.=9.40
MH 4' DIA.

2 I.E.= 3.60 (E)
I.E.= 3.60 (W)

R.E.=8.90
CONTROL STRUCTURE 5'X8'

I.E.= 3.55 (E)

EX. 3" A.C.P. W.M.
(TO BE REMOVED)

EX. 3" A.C.P. W.M.
(TO BE REMOVED)

CUT IN AND VERTICALLY
ROTATE 8"X8" TEE

SAMPLE POINTS #1,
TIE-IN AFTER FDOH

RELEASE (TYP.)
STA:0+18.65

T.O.P=5.42

8" G.V.

PILGRIM RD

PLYMOUTH RD

S FLAG
ER

 D
R

S O
LIVE AVE

C-9 C-10 C-11

C-12 C-13 C-14

PROPOSED WATER AND SEWER LEGEND:

FIRE HYDRANT ASSEMBLY W/ ANCHOR TEE

GATE VALVE

WATER METER

SAMPLING POINT

REDUCER

BACKFLOW PREVENTER

SIAMESE FIRE CONNECTION

PLUG

R.E. =        RIM ELEVATION

SANITARY SEWER MANHOLE

CLEANOUT (SHALL BE INSTALLED AT BACK OF SIDEWALK, TYP.)

SANITARY SEWER
PIPE FLOW DIRECTION
SANITARY (SINGLE) SERVICE

SANITARY (DOUBLE) SERVICE
PAVEMENT RESTORATION

BOT. = X.XX
TOP = X.XX

CONFLICT CALLOUT

>< >< >< ><

EXISTING SANITARY SEWER PIPE TO BE REMOVED.

EXISTING WATER MAIN AND SEWER MAIN TO
BE GROUT FILLED & ABANDONED IN-PLACE.

I.E. =        INVERT ELEVATION

MILL & RESURFACE EXISTING ASPHALT

PROPOSED SOD RESTORATION
CONCRETE RESTORATION

40'0 20'

PLAN VIEW
SCALE: 1"=20'

PROFILE VIEW
VERTICAL SCALE: 1"=2'
HORIZONTAL SCALE: 1"=20'

CRAVEN   THOMPSON AND ASSOCIATES, INC.
ENGINEERS       PLANNERS       SURVEYORS

Leonard Z. Gamble
Florida P.E. No. 65921

December 16, 2025CITY PROJECT No. 51999941

PILGRIM ROAD AND PLYMOUTH ROAD
UTILITIES IMPROVEMENTS

PREPARED FOR
CITY OF WEST PALM BEACH C-9WATER AND SEWER PLAN
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EXISTING LEGEND:

KEY MAP

0

NOTE:
REFER TO SPECIFICATIONS FOR
RESTORATION LIMITS OF PRIVATE
SIDE SEWER LATERAL
INSTALLATION.

VERTICAL INFORMATION HEREON IS RELATIVE TO
THE NORTH AMERICAN VERTICAL DATUM (NAVD88).

N.G.V.D

N.A.V.D. 88
N.A.V.D. 88 = N.G.V.D 29 - 1.50'
N.G.V.D. 29 = N.A.V.D. 88 + 1.50'

1.50'

NOTES:
1. CONTRACTOR TO FIELD VERIFY LOCATION, DEPTH, AND SIZE OF ALL EXISTING UTILITIES

PRIOR TO BEGINNING CONSTRUCTION.

2. ALL WATER MAIN PIPES 4" AND LARGER SHALL BE CLASS 52 MECHANICAL JOINT AND
CEMENT MORTAR LINED.

3. ALL WATER MAIN PIPE, INCLUDING FITTINGS, SHALL BE COLOR CODED OR MARKED BLUE
AS A PREDOMINANT COLOR TO DIFFERENTIATE DRINKING WATER FROM RECLAIMED OR
OTHER WATER.  ALL FITTINGS AND PIPING FLANGED BOLTS,NUTS,  AND WASHERS SHALL
BE MADE OF A-316 STAINLESS STEEL.

4. ALL PROPOSED BACKFLOW DEVICES SHALL BE LEAD FREE.

5. ALL PROPOSED FIRE LINES, I.E., MAINS, FIRE SERVICES, "SIAMESE" CONNECTION LINES
ETC. TO BE DESIGNED, PERMITTED, & INSTALLED BY A STATE LICENSED FIRE LINE
CONTRACTOR PER F.S. 633.

6. ALL FIRE LINES TO BE INSPECTED BY CERTIFIED FIRE LINE INSPECTORS.

7. STATE LICENSED FIRE LINE CONTRACTOR, UPON COMPLETION OF REQUIRED TESTING,
SHALL ISSUE A "LICENSED UNDERGROUND TEST CERTIFICATE" PRIOR TO ACCEPTANCE
FOR PLACING FIRE LINE INTO SERVICE.

8.  ALL SANITARY SEWER SERVICE LATERALS SHALL BE MINIMUM 1% SLOPE.

9. BACKFLOWS SHALL BE INSTALLED ON PRIVATE PROPERTY OUTSIDE OF EASEMENTS
AND RIGHTS OF WAY.  DOMESTIC WATER METERS SHALL BE INSTALLED IMMEDIATELY
ADJACENT TO PROPERTY LINE, 3 INCH AND LARGER WATER METERS SHALL BE
INSTALLED ABOVE-GROUND ONLY.

10. GATE VALVE BOXES SHALL NOT BE INSTALLED IN CURB OR SIDEWALK.

11. DOUBLE VALVING AND JUMPER ASSEMBLY MAY BE REQUIRED FOR TIE-INS TO EXISTING
WATER MAINS FOR PIGGING, FLUSHING, AND TESTING PER CITY DETAIL P-6.

12. ALL SAMPLE POINTS SHALL FOLLOW CITY STANDARD REQUIREMENTS.

13.   CONTRACTOR SHALL INSTALL LINE STOP 60 LF FROM NEW WATER MAIN CUT-IN AND
RESTRAIN EXISTING WATER MAIN AS REQUIRED. CONTRACTOR SHALL RESTORE
PAVEMENT PER CITY REQUIREMENTS OVER RESTRAINT OF EXISTING WATER MAIN AND
INSTALLTION OF LINESTOP.

14. CONTRACTOR SHALL DOCUMENT EXISTING SERVICE SIZE & MATERIAL AT POINT OF
CONNECTION ON AS-BUILT (TYP)

15. CONTRACTOR SHALL FIELD VERIFY ALL THE LOCATIONS AND ELEVATIONS OF ALL
EXISTING UNDERGROUND UTILITIES AND PROPOSED CROSSINGS PRIOR TO STARTING
WORK.
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50.00' R.O.W.

5' MIN.

EX. 8.5' EASEMENT

2 I.E.= 3.24 (E)
I.E.= 3.29 (W)

R.E.=8.77

3 I.E.= 2.04 (W)
R.E.=8.40

300.00' of 8" P.V.C. @ -0.40%

SS

SS

SS

8" D.I.P. W.M.
STA:4+00.00

OFF:7.51'R 8" D.I.P. W.M.
STA:5+00.00

OFF:7.51'R

8" D.I.P. W.M.
STA:6+00.00

OFF:7.51'R

8" 45° BEND
STA:6+79.86

OFF:7.50'R

REMOVE EX. 6" 45° BEND & CONNECT
NEW 8"X6" REDUCER TO EX. 6" W.M
TIE-IN AFTER FDOH RELEASE (TYP.)

SAMPLE POINT #3
STA:6+90.94

OFF:8.29'L

3.32'

EX. 2" GAS MAIN

8" 45° BEND
STA:6+87.37
OFF:1.03'R

8" 45° BEND
STA:6+87.37

OFF:5.21'L

4.19'

PROP. 8" G.V.

PROP. 8" 45° BEND W/
8"X6" REDUCER .

6" SANITARY SEWER
LATERAL @ MIN 1%
SLOPE.  CONTRACTOR
TO PERFORM  SURVEY
AND TEST HOLES
ADEQUATE TO VERIFY
LOCATION OF EXISTING
SEWER PRIOR TO
PERFORMING WORK.

6" SANITARY SEWER
LATERAL @ MIN 1%
SLOPE.  CONTRACTOR
TO PERFORM  SURVEY
AND TEST HOLES
ADEQUATE TO VERIFY
LOCATION OF EXISTING
SEWER PRIOR TO
PERFORMING WORK.

6" SANITARY SEWER
LATERAL @ MIN 1%
SLOPE.  CONTRACTOR
TO PERFORM  SURVEY
AND TEST HOLES
ADEQUATE TO VERIFY
LOCATION OF EXISTING
SEWER PRIOR TO
PERFORMING WORK.

LINE 55 LF OF EXISTING
8" V.C.P. S.S.

REMOVE & REPLACE
MANHOLE. MATCH
EXISTING EAST INVERT
AT ELEVATION 2.02 (N.E.)

REMOVE AND REPLACE
6" SANITARY SEWER
LATERAL @ MIN 1%
SLOPE (TYP.)

REHABILITATE EXISTING
MANHOLE PER CITY

STANDARDS.

6" SANITARY SEWER
LATERAL @ MIN 1%

SLOPE.  CONTRACTOR
TO PERFORM  SURVEY

AND TEST HOLES
ADEQUATE TO VERIFY

LOCATION OF EXISTING
SEWER PRIOR TO

PERFORMING WORK.

RESTRAIN EX.
WATER MAIN AS

REQUIRED

CUT IN 6" CLEAN OUT
(POINT OF SERVICE AT R/W, TYP.)

B.O.P PROP 8" P.V.C. S.S.= 2.21
T.O.P. PROP. 15" R.C.P. STORM = 1.93

B.O.P PROP. 8" D.I.P. W.M. = 4.65
T.O.P. PROP. 15" R.C.P. STORM = 1.93

REMOVE EX. 3" TRANSITE W.M.
CONTRACTOR SHALL OBTAIN
CERTIFICATION OF THE  NEW WATER MAIN
FROM THE FDOH AND ENSURE THAT ALL
THE NEW WATER METERS CONNECTED TO
THE NEW WATER MAIN PRIOR REMOVING
THE EXISTING WATER MAIN AND
INSTALLING THE NEW DRAINAGE.

5.02'

I.E. = 4.00 (S)
I.E. = 2.02 (E) MATCH
EXISTING

4+00 5+00 6+00 7+004+00 5+00 6+00 7+004+00 5+00 6+00 7+00

EXISTING GRADE

EX. 8" V.C.P.  S.S.
(TO BE REMOVED)

8" G.V.

6" MIN.

3 I.E.= 2.04 (W)
I.E.= 2.02 (NE)

R.E.=8.40

REMOVE & REPLACE
MANHOLE

EX. 3" A.C.P. W.M.
(TO BE REMOVED)

EX. 6" W.M.

MIN. 36"
DEPTH
COVER

300 L.F. - 8" P.V.C. @ -0.40% SLOPE

4+00 5+00 6+00 7+00

8" D.I.P. W.M.
STA:3+99.98
T.O.P=5.70

8" D.I.P. W.M.
STA:5+00.00

T.O.P=5.56

8" D.I.P. W.M.
STA:6+00.01

T.O.P=5.42

8" 45° HORIZONTAL BEND
STA:6+79.86
T.O.P=5.31

REMOVE EX. 6" 45° BEND & CONNECT
NEW 8"X6" REDUCER TO EX. 6" W.M.
SAMPLE POINT #3
TIE-IN AFTER FDOH RELEASE (TYP.)
STA:6+90.94
T.O.P=5.23

8" D.I.P. W.M.
STA:5+05.23

B.O.P=4.85
PROP. 8" P.V.C.
T.O.P=3.43

258 LF - 15" RCP

36 LF - 12" RCP3
I.E.= 3.65 (E)
I.E.= 3.65 (W)
R.E.=8.60
TYPE "C" DITCH BOTTOM

6I.E.= 0.50 (S)
I.E.= 3.70 (W)

R.E.=7.85
TYPE "C" DITCH BOTTOM

5I.E.= 0.50 (N)
I.E.= 3.70 (E)

R.E.=8.21
TYPE "C" DITCH BOTTOM

4I.E.= 3.75 (W)
R.E.=8.24

YD 12" DIA. COLLAR

8" 45° HORIZONTAL BEND
STA:6+87.37
T.O.P=5.31

RESTRAIN EXISTING WATER MAIN

PILGRIM RD

PLYMOUTH RD

S FLAG
ER
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LIVE AVE

C-9 C-10 C-11

C-12 C-13 C-14

PROPOSED WATER AND SEWER LEGEND:

FIRE HYDRANT ASSEMBLY W/ ANCHOR TEE

GATE VALVE

WATER METER

SAMPLING POINT

REDUCER

BACKFLOW PREVENTER

SIAMESE FIRE CONNECTION

PLUG

R.E. =        RIM ELEVATION

SANITARY SEWER MANHOLE

CLEANOUT (SHALL BE INSTALLED AT BACK OF SIDEWALK, TYP.)

SANITARY SEWER
PIPE FLOW DIRECTION
SANITARY (SINGLE) SERVICE

SANITARY (DOUBLE) SERVICE
PAVEMENT RESTORATION

BOT. = X.XX
TOP = X.XX

CONFLICT CALLOUT

>< >< >< ><

EXISTING SANITARY SEWER PIPE TO BE REMOVED.

EXISTING WATER MAIN AND SEWER MAIN TO
BE GROUT FILLED & ABANDONED IN-PLACE.

I.E. =        INVERT ELEVATION

MILL & RESURFACE EXISTING ASPHALT

PROPOSED SOD RESTORATION
CONCRETE RESTORATION

40'0 20'

CRAVEN   THOMPSON AND ASSOCIATES, INC.
ENGINEERS       PLANNERS       SURVEYORS

Leonard Z. Gamble
Florida P.E. No. 65921

January 15, 2026CITY PROJECT No. 51999941

PILGRIM ROAD AND PLYMOUTH ROAD
UTILITIES IMPROVEMENTS

PREPARED FOR
CITY OF WEST PALM BEACH C-10WATER AND SEWER PLAN

PLAN VIEW
SCALE: 1"=20'
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EXISTING LEGEND:

KEY MAP

PROFILE VIEW
VERTICAL SCALE: 1"=2'
HORIZONTAL SCALE: 1"=20'

0 0

NOTE:
REFER TO SPECIFICATIONS FOR
RESTORATION LIMITS OF PRIVATE
SIDE SEWER LATERAL
INSTALLATION.

VERTICAL INFORMATION HEREON IS RELATIVE TO
THE NORTH AMERICAN VERTICAL DATUM (NAVD88).

N.G.V.D

N.A.V.D. 88
N.A.V.D. 88 = N.G.V.D 29 - 1.50'
N.G.V.D. 29 = N.A.V.D. 88 + 1.50'

1.50'

NOTES:
1. CONTRACTOR TO FIELD VERIFY LOCATION, DEPTH, AND SIZE OF ALL EXISTING UTILITIES

PRIOR TO BEGINNING CONSTRUCTION.

2. ALL WATER MAIN PIPES 4" AND LARGER SHALL BE CLASS 52 MECHANICAL JOINT AND
CEMENT MORTAR LINED.

3. ALL WATER MAIN PIPE, INCLUDING FITTINGS, SHALL BE COLOR CODED OR MARKED BLUE
AS A PREDOMINANT COLOR TO DIFFERENTIATE DRINKING WATER FROM RECLAIMED OR
OTHER WATER.  ALL FITTINGS AND PIPING FLANGED BOLTS,NUTS,  AND WASHERS SHALL
BE MADE OF A-316 STAINLESS STEEL.

4. ALL PROPOSED BACKFLOW DEVICES SHALL BE LEAD FREE.

5. ALL PROPOSED FIRE LINES, I.E., MAINS, FIRE SERVICES, "SIAMESE" CONNECTION LINES
ETC. TO BE DESIGNED, PERMITTED, & INSTALLED BY A STATE LICENSED FIRE LINE
CONTRACTOR PER F.S. 633.

6. ALL FIRE LINES TO BE INSPECTED BY CERTIFIED FIRE LINE INSPECTORS.

7. STATE LICENSED FIRE LINE CONTRACTOR, UPON COMPLETION OF REQUIRED TESTING,
SHALL ISSUE A "LICENSED UNDERGROUND TEST CERTIFICATE" PRIOR TO ACCEPTANCE
FOR PLACING FIRE LINE INTO SERVICE.

8.  ALL SANITARY SEWER SERVICE LATERALS SHALL BE MINIMUM 1% SLOPE.

9. BACKFLOWS SHALL BE INSTALLED ON PRIVATE PROPERTY OUTSIDE OF EASEMENTS
AND RIGHTS OF WAY.  DOMESTIC WATER METERS SHALL BE INSTALLED IMMEDIATELY
ADJACENT TO PROPERTY LINE, 3 INCH AND LARGER WATER METERS SHALL BE
INSTALLED ABOVE-GROUND ONLY.

10. GATE VALVE BOXES SHALL NOT BE INSTALLED IN CURB OR SIDEWALK.

11. DOUBLE VALVING AND JUMPER ASSEMBLY MAY BE REQUIRED FOR TIE-INS TO EXISTING
WATER MAINS FOR PIGGING, FLUSHING, AND TESTING PER CITY DETAIL P-6.

12. ALL SAMPLE POINTS SHALL FOLLOW CITY STANDARD REQUIREMENTS.

13.   CONTRACTOR SHALL INSTALL LINE STOP 60 LF FROM NEW WATER MAIN CUT-IN AND
RESTRAIN EXISTING WATER MAIN AS REQUIRED. CONTRACTOR SHALL RESTORE
PAVEMENT PER CITY REQUIREMENTS OVER RESTRAINT OF EXISTING WATER MAIN AND
INSTALLTION OF LINESTOP.

14. CONTRACTOR SHALL DOCUMENT EXISTING SERVICE SIZE & MATERIAL AT POINT OF
CONNECTION ON AS-BUILT (TYP)

15. CONTRACTOR SHALL FIELD VERIFY ALL THE LOCATIONS AND ELEVATIONS OF ALL
EXISTING UNDERGROUND UTILITIES AND PROPOSED CROSSINGS PRIOR TO STARTING
WORK.
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EX. 8.5' EASEMENT

EXISTING IN-LINE VALVE
APPROXIMATELY 40 FT

NORTH OF HERE

IN
TR
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O

ASTAL W
ATER

W
AY

EXISTING WATER SERVICE
EXISTING SANITARY SEWER MAIN AND
V.C.P./CAST IRON LATERALS TO BE
REHABILITATED.

LINE 345 LF OF
EXISTING 8" V.C.P. S.S.
AND EXISTING SEWER
LATERALS.

REHABILITATE EXISTING
MANHOLE PER CITY

STANDARDS.

REHABILITATE EXISTING
MANHOLE PER CITY
STANDARDS.

PILGRIM RD

PLYMOUTH RD

S FLAG
ER

 D
R

S O
LIVE AVE

C-9 C-10 C-11

C-12 C-13 C-14

PROPOSED WATER AND SEWER LEGEND:

FIRE HYDRANT ASSEMBLY W/ ANCHOR TEE

GATE VALVE

WATER METER

SAMPLING POINT

REDUCER

BACKFLOW PREVENTER

SIAMESE FIRE CONNECTION

PLUG

R.E. =        RIM ELEVATION

SANITARY SEWER MANHOLE

CLEANOUT (SHALL BE INSTALLED AT BACK OF SIDEWALK, TYP.)

SANITARY SEWER
PIPE FLOW DIRECTION
SANITARY (SINGLE) SERVICE

SANITARY (DOUBLE) SERVICE
PAVEMENT RESTORATION

BOT. = X.XX
TOP = X.XX

CONFLICT CALLOUT

>< >< >< ><

EXISTING SANITARY SEWER PIPE TO BE REMOVED.

EXISTING WATER MAIN AND SEWER MAIN TO
BE GROUT FILLED & ABANDONED IN-PLACE.

I.E. =        INVERT ELEVATION

MILL & RESURFACE EXISTING ASPHALT

PROPOSED SOD RESTORATION
CONCRETE RESTORATION

40'0 20'

CRAVEN   THOMPSON AND ASSOCIATES, INC.
ENGINEERS       PLANNERS       SURVEYORS

Leonard Z. Gamble
Florida P.E. No. 65921

December 16, 2025CITY PROJECT No. 51999941

PILGRIM ROAD AND PLYMOUTH ROAD
UTILITIES IMPROVEMENTS

PREPARED FOR
CITY OF WEST PALM BEACH C-11WATER AND SEWER PLAN

PLAN VIEW
SCALE: 1"=20'

EXISTING LEGEND:

KEY MAP

NOTE:
REFER TO SPECIFICATIONS FOR
RESTORATION LIMITS OF PRIVATE
SIDE SEWER LATERAL
INSTALLATION.

VERTICAL INFORMATION HEREON IS RELATIVE TO
THE NORTH AMERICAN VERTICAL DATUM (NAVD88).

N.G.V.D

N.A.V.D. 88
N.A.V.D. 88 = N.G.V.D 29 - 1.50'
N.G.V.D. 29 = N.A.V.D. 88 + 1.50'

1.50'

NOTES:
1. CONTRACTOR TO FIELD VERIFY LOCATION, DEPTH, AND SIZE OF ALL EXISTING UTILITIES

PRIOR TO BEGINNING CONSTRUCTION.

2. ALL WATER MAIN PIPES 4" AND LARGER SHALL BE CLASS 52 MECHANICAL JOINT AND
CEMENT MORTAR LINED.

3. ALL WATER MAIN PIPE, INCLUDING FITTINGS, SHALL BE COLOR CODED OR MARKED BLUE
AS A PREDOMINANT COLOR TO DIFFERENTIATE DRINKING WATER FROM RECLAIMED OR
OTHER WATER.  ALL FITTINGS AND PIPING FLANGED BOLTS,NUTS,  AND WASHERS SHALL
BE MADE OF A-316 STAINLESS STEEL.

4. ALL PROPOSED BACKFLOW DEVICES SHALL BE LEAD FREE.

5. ALL PROPOSED FIRE LINES, I.E., MAINS, FIRE SERVICES, "SIAMESE" CONNECTION LINES
ETC. TO BE DESIGNED, PERMITTED, & INSTALLED BY A STATE LICENSED FIRE LINE
CONTRACTOR PER F.S. 633.

6. ALL FIRE LINES TO BE INSPECTED BY CERTIFIED FIRE LINE INSPECTORS.

7. STATE LICENSED FIRE LINE CONTRACTOR, UPON COMPLETION OF REQUIRED TESTING,
SHALL ISSUE A "LICENSED UNDERGROUND TEST CERTIFICATE" PRIOR TO ACCEPTANCE
FOR PLACING FIRE LINE INTO SERVICE.

8.  ALL SANITARY SEWER SERVICE LATERALS SHALL BE MINIMUM 1% SLOPE.

9. BACKFLOWS SHALL BE INSTALLED ON PRIVATE PROPERTY OUTSIDE OF EASEMENTS
AND RIGHTS OF WAY.  DOMESTIC WATER METERS SHALL BE INSTALLED IMMEDIATELY
ADJACENT TO PROPERTY LINE, 3 INCH AND LARGER WATER METERS SHALL BE
INSTALLED ABOVE-GROUND ONLY.

10. GATE VALVE BOXES SHALL NOT BE INSTALLED IN CURB OR SIDEWALK.

11. DOUBLE VALVING AND JUMPER ASSEMBLY MAY BE REQUIRED FOR TIE-INS TO EXISTING
WATER MAINS FOR PIGGING, FLUSHING, AND TESTING PER CITY DETAIL P-6.

12. ALL SAMPLE POINTS SHALL FOLLOW CITY STANDARD REQUIREMENTS.

13.   CONTRACTOR SHALL INSTALL LINE STOP 60 LF FROM NEW WATER MAIN CUT-IN AND
RESTRAIN EXISTING WATER MAIN AS REQUIRED. CONTRACTOR SHALL RESTORE
PAVEMENT PER CITY REQUIREMENTS OVER RESTRAINT OF EXISTING WATER MAIN AND
INSTALLTION OF LINESTOP.

14. CONTRACTOR SHALL DOCUMENT EXISTING SERVICE SIZE & MATERIAL AT POINT OF
CONNECTION ON AS-BUILT (TYP)

15. CONTRACTOR SHALL FIELD VERIFY ALL THE LOCATIONS AND ELEVATIONS OF ALL
EXISTING UNDERGROUND UTILITIES AND PROPOSED CROSSINGS PRIOR TO STARTING
WORK.
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EX. AT&T CONDUIT

EX. FIBER OPTIC CABLE
(CROWN CASTLE)

>< >< >< >< >< >< >< >< >< >< >< >< >< >< >< >< >< >< >< >< >< >< >< >< >< >< >< >< >< >< >< >< ><

20 I.E.= 3.00 (E)
R.E.=9.57

300.00' of 12" P.V.C. @ -0.40%

CUT EXISTING 8" W.M. AND
CONNECT NEW 8" W.M. W/

8"X8" TEE AND 8" G.V.
SAMPLE POINT #4

TIE-IN AFTER FDOH
RELEASE (TYP.)

STA:15+15.82
OFF:5.26'R

8" G.V.
STA:15+19.82

OFF:4.92'R

8" D.I.P. W.M.
STA:16+00.00
OFF:5.00'R

8" D.I.P. W.M.
STA:17+00.00
OFF:5.00'R

8" D.I.P. W.M.
STA:18+00.00

OFF:5.00'R

8"X6" ANCHOR TEE &
VALVE W/ FH ASSEMBLY

STA:15+87.92
OFF:4.50'R

EX. 8" IN-LINE VALVE

EX. 8" IN-LINE VALVE

EXISTING IN-LINE VALVE
APPROXIMATE LOCATION

EX. 12" R.C.P.  S.T.R.M.

EX. 24" R.C.P.  S.T.R.M.

EX. BURIED ELECTRIC

4.84'

EX. 6' EASEMENT

EX. 8" IN-LINE VALVE

8" 45° VERTICAL BENDS
STA:15+25.50
OFF:5.00'R

8" 45° VERTICAL BENDS
STA:15+49.60
OFF:5.00'R

5.43' 5.92'

8" 45° VERTICAL BENDS
STA:15+47.34
OFF:5.00'R

STATION 15+00
BEGINS AT CENTER

LINE OF S OLIVE AVE.

PROP. FIRE HYDRANT
ASSEMBLY W/ ANCHOR
TEE & 6" G.V.
SAMPLE POINT #5

REMOVE EXISTING FIRE
HYDRANT ASSEMBLY.

6" CLEAN OUT
(POINT OF SERVICE AT
R/W, TYP.)
I.E.=5.00

6" SANITARY SEWER
LATERAL @ MIN 1%
SLOPE.  CONTRACTOR
TO PERFORM  SURVEY
AND TEST HOLES
ADEQUATE TO VERIFY
LOCATION OF EXISTING
SEWER PRIOR TO
PERFORMING WORK.

EX. 3" TRANSITE W.M.
TO BE ABANDONED IN-PLACE.EX. 6" C.I.P. W.M.

TO BE GROUT FILL &
ABANDONED IN-PLACE.
REFER TO DEMO PLAN
FOR LIMITS.

6" SANITARY SEWER
LATERAL @ MIN 1%
SLOPE.  CONTRACTOR
TO PERFORM  SURVEY
AND TEST HOLES
ADEQUATE TO VERIFY
LOCATION OF EXISTING
SEWER PRIOR TO
PERFORMING WORK.

RESTRAIN EX.
WATER MAIN AS

REQUIRED

RESTRAIN EX.
WATER MAIN AS

REQUIRED

RESTRAIN EX. WATER
MAIN AS REQUIRED

CUT IN 6" CLEAN OUT
(POINT OF SERVICE AT R/W, TYP.)

REMOVE AND REPLACE
6" SANITARY SEWER

LATERAL @ MIN 1%
SLOPE (TYP.)B.O.P. EX. 4" P.E. GAS MAIN = 5.38

T.O.P. PROP. 8" D.I.P. W.M. = 4.37

B.O.P. EX. FIBER OPTIC CABLE = 6.52
T.O.P. PROP. 8" D.I.P. W.M. = 4.37

B.O.P. EX. (2) 4" P.V.C. ELECTRIC CONDUITS = 6.48
T.O.P. PROP. 8" D.I.P. W.M. = 4.37

EX. 4" GAS MAIN
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16+00 17+00 18+00

8" G.V.

EXISTING GRADE

EX. 12" V.C.P.  S.S.
(TO BE REMOVED)

6 I.E.= 3.08 (E)
R.E.=9.60
EX. MANHOLE

EX. 6" W.M. EX. 3" A.C.P. W.M.

MIN. 36"
DEPTH
COVER

300 L.F. - 12" P.V.C. @ -0.40% SLOPE

8" D.I.P. W.M.
STA:16+00.00
T.O.P=5.87

8" D.I.P. W.M.
STA:17+00.00

T.O.P=5.32

8" D.I.P. W.M.
STA:18+00.00

T.O.P=5.00

CUT EXISTING 8" W.M. AND
CONNECT NEW 8" W.M. W/

8"X8" TEE AND 8" G.V.
SAMPLE POINT #4

TIE-IN AFTER FDOH
RELEASE (TYP.)

STA:15+15.82
T.O.P=6.68

8"X6" ANCHOR TEE
STA:15+87.92
T.O.P=6.02

EX. 4" P.E. GAS MAIN
B.O.P=5.38

8" 45° VERTICAL BEND
STA:15+24.88

T.O.P=6.67

8" 45° VERTICAL BEND
STA:15+27.35

T.O.P=4.38

8" 45° VERTICAL BEND
STA:15+47.34
T.O.P=4.37

8" 45° VERTICAL BEND
STA:15+49.60

T.O.P=6.04

EX. FIBER OPTIC CABLE
(CROWN CASTLE)
B.O.P=±6.52

EX. (2) 4" P.V.C.
ELECTRIC CONDUITS
B.O.P=6.48

6" MIN.

EX. 3" A.C.P. W.M.

PILGRIM RD

PLYMOUTH RD

S FLAG
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R

S O
LIVE AVE

C-9 C-10 C-11

C-12 C-13 C-14

PROPOSED WATER AND SEWER LEGEND:

FIRE HYDRANT ASSEMBLY W/ ANCHOR TEE

GATE VALVE

WATER METER

SAMPLING POINT

REDUCER

BACKFLOW PREVENTER

SIAMESE FIRE CONNECTION

PLUG

R.E. =        RIM ELEVATION

SANITARY SEWER MANHOLE

CLEANOUT (SHALL BE INSTALLED AT BACK OF SIDEWALK, TYP.)

SANITARY SEWER
PIPE FLOW DIRECTION
SANITARY (SINGLE) SERVICE

SANITARY (DOUBLE) SERVICE
PAVEMENT RESTORATION

BOT. = X.XX
TOP = X.XX

CONFLICT CALLOUT

>< >< >< ><

EXISTING SANITARY SEWER PIPE TO BE REMOVED.

EXISTING WATER MAIN AND SEWER MAIN TO
BE GROUT FILLED & ABANDONED IN-PLACE.

I.E. =        INVERT ELEVATION

MILL & RESURFACE EXISTING ASPHALT

PROPOSED SOD RESTORATION
CONCRETE RESTORATION

40'0 20'

PLAN VIEW
SCALE: 1"=20'

PROFILE VIEW
VERTICAL SCALE: 1"=2'
HORIZONTAL SCALE: 1"=20'

CRAVEN   THOMPSON AND ASSOCIATES, INC.
ENGINEERS       PLANNERS       SURVEYORS

Leonard Z. Gamble
Florida P.E. No. 65921

December 16, 2025CITY PROJECT No. 51999941

PILGRIM ROAD AND PLYMOUTH ROAD
UTILITIES IMPROVEMENTS

PREPARED FOR
CITY OF WEST PALM BEACH C-12WATER AND SEWER PLAN
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EXISTING LEGEND:

KEY MAP

NOTE:
REFER TO SPECIFICATIONS FOR
RESTORATION LIMITS OF PRIVATE
SIDE SEWER LATERAL
INSTALLATION.

VERTICAL INFORMATION HEREON IS RELATIVE TO
THE NORTH AMERICAN VERTICAL DATUM (NAVD88).

N.G.V.D

N.A.V.D. 88
N.A.V.D. 88 = N.G.V.D 29 - 1.50'
N.G.V.D. 29 = N.A.V.D. 88 + 1.50'

1.50'

NOTES:
1. CONTRACTOR TO FIELD VERIFY LOCATION, DEPTH, AND SIZE OF ALL EXISTING UTILITIES

PRIOR TO BEGINNING CONSTRUCTION.

2. ALL WATER MAIN PIPES 4" AND LARGER SHALL BE CLASS 52 MECHANICAL JOINT AND
CEMENT MORTAR LINED.

3. ALL WATER MAIN PIPE, INCLUDING FITTINGS, SHALL BE COLOR CODED OR MARKED BLUE
AS A PREDOMINANT COLOR TO DIFFERENTIATE DRINKING WATER FROM RECLAIMED OR
OTHER WATER.  ALL FITTINGS AND PIPING FLANGED BOLTS,NUTS,  AND WASHERS SHALL
BE MADE OF A-316 STAINLESS STEEL.

4. ALL PROPOSED BACKFLOW DEVICES SHALL BE LEAD FREE.

5. ALL PROPOSED FIRE LINES, I.E., MAINS, FIRE SERVICES, "SIAMESE" CONNECTION LINES
ETC. TO BE DESIGNED, PERMITTED, & INSTALLED BY A STATE LICENSED FIRE LINE
CONTRACTOR PER F.S. 633.

6. ALL FIRE LINES TO BE INSPECTED BY CERTIFIED FIRE LINE INSPECTORS.

7. STATE LICENSED FIRE LINE CONTRACTOR, UPON COMPLETION OF REQUIRED TESTING,
SHALL ISSUE A "LICENSED UNDERGROUND TEST CERTIFICATE" PRIOR TO ACCEPTANCE
FOR PLACING FIRE LINE INTO SERVICE.

8.  ALL SANITARY SEWER SERVICE LATERALS SHALL BE MINIMUM 1% SLOPE.

9. BACKFLOWS SHALL BE INSTALLED ON PRIVATE PROPERTY OUTSIDE OF EASEMENTS
AND RIGHTS OF WAY.  DOMESTIC WATER METERS SHALL BE INSTALLED IMMEDIATELY
ADJACENT TO PROPERTY LINE, 3 INCH AND LARGER WATER METERS SHALL BE
INSTALLED ABOVE-GROUND ONLY.

10. GATE VALVE BOXES SHALL NOT BE INSTALLED IN CURB OR SIDEWALK.

11. DOUBLE VALVING AND JUMPER ASSEMBLY MAY BE REQUIRED FOR TIE-INS TO EXISTING
WATER MAINS FOR PIGGING, FLUSHING, AND TESTING PER CITY DETAIL P-6.

12. ALL SAMPLE POINTS SHALL FOLLOW CITY STANDARD REQUIREMENTS.

13.   CONTRACTOR SHALL INSTALL LINE STOP 60 LF FROM NEW WATER MAIN CUT-IN AND
RESTRAIN EXISTING WATER MAIN AS REQUIRED. CONTRACTOR SHALL RESTORE
PAVEMENT PER CITY REQUIREMENTS OVER RESTRAINT OF EXISTING WATER MAIN AND
INSTALLTION OF LINESTOP.

14. CONTRACTOR SHALL DOCUMENT EXISTING SERVICE SIZE & MATERIAL AT POINT OF
CONNECTION ON AS-BUILT (TYP)

15. CONTRACTOR SHALL FIELD VERIFY ALL THE LOCATIONS AND ELEVATIONS OF ALL
EXISTING UNDERGROUND UTILITIES AND PROPOSED CROSSINGS PRIOR TO STARTING
WORK.



19+00 20+00 21+00 22+00

EX. 12" V.C.P.  S.S.
(TO BE REMOVED)

EX. 12" V.C.P.  S.S.
(TO BE REMOVED)

EXISTING GRADE

EX. 4" P.V.C. W.M.
MIN. 36"
DEPTH
COVER

300 L.F. - 12" P.V.C. @ -0.40% SLOPE

8" D.I.P. W.M.
STA:19+00.00
T.O.P=4.78

8" D.I.P. W.M.
STA:20+00.00
T.O.P=4.56

8" D.I.P. W.M.
STA:21+00.00
T.O.P=4.33

8" D.I.P. W.M.
STA:22+00.00

T.O.P=4.12

EX. 3" A.C.P. W.M.

PLYMOUTH ROAD19+00 20+00 21+00 22+00

5.00'PLYMOUTH RD
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EX. 4" X 3"
REDUCER
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19 I.E.= 1.70 (E)
I.E.= 1.80 (W)

R.E.=8.29

18I.E.= 0.40 (E)
I.E.= 0.50 (W)

R.E.=7.52

300.00' of 12" P.V.C. @ -0.40%

8" D.I.P. W.M.
STA:19+00.00
OFF:5.00'R

8" D.I.P. W.M.
STA:20+00.00
OFF:5.00'R

8" D.I.P. W.M.
STA:21+00.00
OFF:5.00'R 8" D.I.P. W.M.

STA:22+00.00
OFF:5.00'R

6.14'

EX. 6' EASEMENT

6.11' 6.85'

6" SANITARY SEWER
LATERAL @ MIN 1%

SLOPE.  CONTRACTOR
TO PERFORM  SURVEY

AND TEST HOLES
ADEQUATE TO VERIFY

LOCATION OF EXISTING
SEWER PRIOR TO

PERFORMING WORK.

6" SANITARY SEWER
LATERAL @ MIN 1%

SLOPE.  CONTRACTOR
TO PERFORM  SURVEY

AND TEST HOLES
ADEQUATE TO VERIFY

LOCATION OF EXISTING
SEWER PRIOR TO

PERFORMING WORK.

6" SANITARY SEWER
LATERAL @ MIN 1%

SLOPE.  CONTRACTOR
TO PERFORM  SURVEY

AND TEST HOLES
ADEQUATE TO VERIFY

LOCATION OF EXISTING
SEWER PRIOR TO

PERFORMING WORK.

EX. 3" TRANSITE W.M.
TO BE ABANDONED IN-PLACE.

EX. 4" P.V.C. W.M.
TO BE GROUT FILL &

ABANDONED IN-PLACE.
REFER TO DEMO PLAN

FOR LIMITS.

CUT IN 6" CLEAN OUT
(POINT OF SERVICE AT R/W, TYP.)

REMOVE AND REPLACE
6" SANITARY SEWER

LATERAL @ MIN 1%
SLOPE (TYP.)

PILGRIM RD

PLYMOUTH RD

S FLAG
ER

 D
R

S O
LIVE AVE

C-9 C-10 C-11

C-12 C-13 C-14

PROPOSED WATER AND SEWER LEGEND:

FIRE HYDRANT ASSEMBLY W/ ANCHOR TEE

GATE VALVE

WATER METER

SAMPLING POINT

REDUCER

BACKFLOW PREVENTER

SIAMESE FIRE CONNECTION

PLUG

R.E. =        RIM ELEVATION

SANITARY SEWER MANHOLE

CLEANOUT (SHALL BE INSTALLED AT BACK OF SIDEWALK, TYP.)

SANITARY SEWER
PIPE FLOW DIRECTION
SANITARY (SINGLE) SERVICE

SANITARY (DOUBLE) SERVICE
PAVEMENT RESTORATION

BOT. = X.XX
TOP = X.XX

CONFLICT CALLOUT

>< >< >< ><

EXISTING SANITARY SEWER PIPE TO BE REMOVED.

EXISTING WATER MAIN AND SEWER MAIN TO
BE GROUT FILLED & ABANDONED IN-PLACE.

I.E. =        INVERT ELEVATION

MILL & RESURFACE EXISTING ASPHALT

PROPOSED SOD RESTORATION
CONCRETE RESTORATION

C-13

40'0 20'

CRAVEN   THOMPSON AND ASSOCIATES, INC.
ENGINEERS       PLANNERS       SURVEYORS

Leonard Z. Gamble
Florida P.E. No. 65921

December 16, 2025CITY PROJECT No. 51999941

PILGRIM ROAD AND PLYMOUTH ROAD
UTILITIES IMPROVEMENTS

PREPARED FOR
CITY OF WEST PALM BEACH

WATER AND SEWER PLAN

PLAN VIEW
SCALE: 1"=20'

PROFILE VIEW
VERTICAL SCALE: 1"=2'
HORIZONTAL SCALE: 1"=20'
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EXISTING LEGEND:

KEY MAP

NOTE:
REFER TO SPECIFICATIONS FOR
RESTORATION LIMITS OF PRIVATE
SIDE SEWER LATERAL
INSTALLATION.

VERTICAL INFORMATION HEREON IS RELATIVE TO
THE NORTH AMERICAN VERTICAL DATUM (NAVD88).

N.G.V.D

N.A.V.D. 88
N.A.V.D. 88 = N.G.V.D 29 - 1.50'
N.G.V.D. 29 = N.A.V.D. 88 + 1.50'

1.50'

NOTES:
1. CONTRACTOR TO FIELD VERIFY LOCATION, DEPTH, AND SIZE OF ALL EXISTING UTILITIES

PRIOR TO BEGINNING CONSTRUCTION.

2. ALL WATER MAIN PIPES 4" AND LARGER SHALL BE CLASS 52 MECHANICAL JOINT AND
CEMENT MORTAR LINED.

3. ALL WATER MAIN PIPE, INCLUDING FITTINGS, SHALL BE COLOR CODED OR MARKED BLUE
AS A PREDOMINANT COLOR TO DIFFERENTIATE DRINKING WATER FROM RECLAIMED OR
OTHER WATER.  ALL FITTINGS AND PIPING FLANGED BOLTS,NUTS,  AND WASHERS SHALL
BE MADE OF A-316 STAINLESS STEEL.

4. ALL PROPOSED BACKFLOW DEVICES SHALL BE LEAD FREE.

5. ALL PROPOSED FIRE LINES, I.E., MAINS, FIRE SERVICES, "SIAMESE" CONNECTION LINES
ETC. TO BE DESIGNED, PERMITTED, & INSTALLED BY A STATE LICENSED FIRE LINE
CONTRACTOR PER F.S. 633.

6. ALL FIRE LINES TO BE INSPECTED BY CERTIFIED FIRE LINE INSPECTORS.

7. STATE LICENSED FIRE LINE CONTRACTOR, UPON COMPLETION OF REQUIRED TESTING,
SHALL ISSUE A "LICENSED UNDERGROUND TEST CERTIFICATE" PRIOR TO ACCEPTANCE
FOR PLACING FIRE LINE INTO SERVICE.

8.  ALL SANITARY SEWER SERVICE LATERALS SHALL BE MINIMUM 1% SLOPE.

9. BACKFLOWS SHALL BE INSTALLED ON PRIVATE PROPERTY OUTSIDE OF EASEMENTS
AND RIGHTS OF WAY.  DOMESTIC WATER METERS SHALL BE INSTALLED IMMEDIATELY
ADJACENT TO PROPERTY LINE, 3 INCH AND LARGER WATER METERS SHALL BE
INSTALLED ABOVE-GROUND ONLY.

10. GATE VALVE BOXES SHALL NOT BE INSTALLED IN CURB OR SIDEWALK.

11. DOUBLE VALVING AND JUMPER ASSEMBLY MAY BE REQUIRED FOR TIE-INS TO EXISTING
WATER MAINS FOR PIGGING, FLUSHING, AND TESTING PER CITY DETAIL P-6.

12. ALL SAMPLE POINTS SHALL FOLLOW CITY STANDARD REQUIREMENTS.

13.   CONTRACTOR SHALL INSTALL LINE STOP 60 LF FROM NEW WATER MAIN CUT-IN AND
RESTRAIN EXISTING WATER MAIN AS REQUIRED. CONTRACTOR SHALL RESTORE
PAVEMENT PER CITY REQUIREMENTS OVER RESTRAINT OF EXISTING WATER MAIN AND
INSTALLTION OF LINESTOP.

14. CONTRACTOR SHALL DOCUMENT EXISTING SERVICE SIZE & MATERIAL AT POINT OF
CONNECTION ON AS-BUILT (TYP)

15. CONTRACTOR SHALL FIELD VERIFY ALL THE LOCATIONS AND ELEVATIONS OF ALL
EXISTING UNDERGROUND UTILITIES AND PROPOSED CROSSINGS PRIOR TO STARTING
WORK.
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17I.E.= -2.60 (E)
I.E.= -2.50 (W)

R.E.=4.11

102.77' of 12" P.V.C. @ -0.40%

300.00' of 12" P.V.C. @ -0.97%

8" D.I.P. W.M.
STA:23+00.00

OFF:5.00'R

8" D.I.P. W.M.
STA:24+00.00

OFF:5.00'R

8" 22.5° BEND
STA:24+98.87

OFF:1.48'L

CUT EXISTING 12" W.M. AND
CONNECT NEW 12" W.M. W/

12"X8" TEE AND 8" G.V.
SAMPLE POINT #7

TIE-IN AFTER FDOH
RELEASE (TYP.)

STA:25+55.64
OFF:1.50'L

8" G.V.
STA:25+50.87

OFF:1.50'L
8"X6" ANCHOR TEE &

VALVE W/ FH ASSEMBLY
STA:25+12.19

OFF:1.50'L

8" 22.5° BEND
STA:24+84.45

OFF:4.50'R

6.63' 8" 45° VERTICAL BENDS
STA:25+46.99
OFF:1.49'L

7.07' 12.06'

8" 45° VERTICAL
BEND

STA:25+25.00
OFF:1.49'L

PROP. FIRE HYDRANT
ASSEMBLY W/ ANCHOR

TEE & 6" G.V.
SAMPLE POINT #6

REMOVE EXISTING FIRE
HYDRANT ASSEMBLY.

EX. 4" P.V.C. W.M.
TO BE GROUT FILL &
ABANDONED IN-PLACE.
REFER TO DEMO PLAN
FOR LIMITS.

EX. 6" C.I.P. W.M.
TO BE GROUT FILL &

ABANDONED IN-PLACE.
REFER TO DEMO PLAN

FOR LIMITS.

CONNECT EXISTING SERVICE
LINE WITH FITTINGS (TYP.)

6" SANITARY SEWER
LATERAL @ MIN 1%

SLOPE (TYP.)

B.O.P. PROP. 8" D.I.P = (-)0.28
T.O.P. PROP. 12" P.V.C. = (-)1.70

TYPE 1

TYPE 1
TYPE 3

REHABILITATE EXISTING
MANHOLE PER CITY
STANDARDS. MATCH
EXISTING EAST INVERT
ELEVATION.

NEAREST IN-LINE VALVE
APPROX. 90 NORTH ON

S FLAGLER WAY.

NEAREST IN-LINE VALVE
AT BUNKER RANCH RD.

B.O.P. EX. 15" R.C.P. = 3.44
T.O.P. PROP. 8" D.I.P. = 2.44

REMOVE EXISTING TEE
AND INSTALL 12"
SLEEVE FITTING.

-4

-2

0

2

4

6

8

10

12

23+00 24+00 25+00 25+75

EXISTING GRADE

EX. 12" V.C.P.  S.S.
(TO BE REMOVED)

8" G.V.

12" MIN.

EX. 6" W.M.

MIN. 36"
DEPTH
COVER

300 L.F. - 12" P.V.C. @ -0.97% SLOPE

103 L.F. - 12" P.V.C. @ -0.40% SLOPE

8" D.I.P. W.M.
STA:23+00.00
T.O.P=2.86

8" D.I.P. W.M.
STA:24+00.00
T.O.P=1.60

CUT EXISTING 8" W.M. AND
CONNECT NEW 8" W.M. W/
12"X8" TEE AND 8" G.V.
SAMPLE POINT #7
TIE-IN AFTER FDOH
RELEASE (TYP.)
STA:25+55.64
T.O.P=-0.39

8" 45° VERTICAL BEND
STA:25+26.06

T.O.P=-2.24

8" 45° VERTICAL BEND
STA:25+46.06
T.O.P=-2.24

8" 45° VERTICAL BEND
STA:25+24.09

T.O.P=-0.30

8" 45° VERTICAL BEND
STA:25+47.82

T.O.P=-0.48

EX. 15" R.C.P.
B.O.P=-1.24

8"X6" ANCHOR TEE
STA:25+12.19

T.O.P=0.04

6" MIN.

8" 22.5° HORIZONTAL BEND
STA:24+84.45

T.O.P=0.54

8" 22.5° HORIZONTAL BEND
STA:24+98.87

T.O.P=0.29

PROP. 8" P.V.C.
T.O.P=-1.70

8" D.I.P. W.M.
STA:24+89.43

B.O.P=-0.28

PILGRIM RD

PLYMOUTH RD

S FLAG
ER

 D
R

S O
LIVE AVE

C-9 C-10 C-11

C-12 C-13 C-14

PROPOSED WATER AND SEWER LEGEND:

FIRE HYDRANT ASSEMBLY W/ ANCHOR TEE

GATE VALVE

WATER METER

SAMPLING POINT

REDUCER

BACKFLOW PREVENTER

SIAMESE FIRE CONNECTION

PLUG

R.E. =        RIM ELEVATION

SANITARY SEWER MANHOLE

CLEANOUT (SHALL BE INSTALLED AT BACK OF SIDEWALK, TYP.)

SANITARY SEWER
PIPE FLOW DIRECTION
SANITARY (SINGLE) SERVICE

SANITARY (DOUBLE) SERVICE
PAVEMENT RESTORATION

BOT. = X.XX
TOP = X.XX

CONFLICT CALLOUT

>< >< >< ><

EXISTING SANITARY SEWER PIPE TO BE REMOVED.

EXISTING WATER MAIN AND SEWER MAIN TO
BE GROUT FILLED & ABANDONED IN-PLACE.

I.E. =        INVERT ELEVATION

MILL & RESURFACE EXISTING ASPHALT

PROPOSED SOD RESTORATION
CONCRETE RESTORATION

40'0 20'

CRAVEN   THOMPSON AND ASSOCIATES, INC.
ENGINEERS       PLANNERS       SURVEYORS

Leonard Z. Gamble
Florida P.E. No. 65921

December 16, 2025CITY PROJECT No. 51999941

PILGRIM ROAD AND PLYMOUTH ROAD
UTILITIES IMPROVEMENTS

PREPARED FOR
CITY OF WEST PALM BEACH C-14WATER AND SEWER PLAN

PLAN VIEW
SCALE: 1"=20'

PROFILE VIEW
VERTICAL SCALE: 1"=2'
HORIZONTAL SCALE: 1"=20'

2

4

6

8

10

12

0

-2

-4

EXISTING LEGEND:

KEY MAP

NOTE:
REFER TO SPECIFICATIONS FOR
RESTORATION LIMITS OF PRIVATE
SIDE SEWER LATERAL
INSTALLATION.

VERTICAL INFORMATION HEREON IS RELATIVE TO
THE NORTH AMERICAN VERTICAL DATUM (NAVD88).

N.G.V.D

N.A.V.D. 88
N.A.V.D. 88 = N.G.V.D 29 - 1.50'
N.G.V.D. 29 = N.A.V.D. 88 + 1.50'

1.50'

NOTES:
1. CONTRACTOR TO FIELD VERIFY LOCATION, DEPTH, AND SIZE OF ALL EXISTING UTILITIES

PRIOR TO BEGINNING CONSTRUCTION.

2. ALL WATER MAIN PIPES 4" AND LARGER SHALL BE CLASS 52 MECHANICAL JOINT AND
CEMENT MORTAR LINED.

3. ALL WATER MAIN PIPE, INCLUDING FITTINGS, SHALL BE COLOR CODED OR MARKED BLUE
AS A PREDOMINANT COLOR TO DIFFERENTIATE DRINKING WATER FROM RECLAIMED OR
OTHER WATER.  ALL FITTINGS AND PIPING FLANGED BOLTS,NUTS,  AND WASHERS SHALL
BE MADE OF A-316 STAINLESS STEEL.

4. ALL PROPOSED BACKFLOW DEVICES SHALL BE LEAD FREE.

5. ALL PROPOSED FIRE LINES, I.E., MAINS, FIRE SERVICES, "SIAMESE" CONNECTION LINES
ETC. TO BE DESIGNED, PERMITTED, & INSTALLED BY A STATE LICENSED FIRE LINE
CONTRACTOR PER F.S. 633.

6. ALL FIRE LINES TO BE INSPECTED BY CERTIFIED FIRE LINE INSPECTORS.

7. STATE LICENSED FIRE LINE CONTRACTOR, UPON COMPLETION OF REQUIRED TESTING,
SHALL ISSUE A "LICENSED UNDERGROUND TEST CERTIFICATE" PRIOR TO ACCEPTANCE
FOR PLACING FIRE LINE INTO SERVICE.

8.  ALL SANITARY SEWER SERVICE LATERALS SHALL BE MINIMUM 1% SLOPE.

9. BACKFLOWS SHALL BE INSTALLED ON PRIVATE PROPERTY OUTSIDE OF EASEMENTS
AND RIGHTS OF WAY.  DOMESTIC WATER METERS SHALL BE INSTALLED IMMEDIATELY
ADJACENT TO PROPERTY LINE, 3 INCH AND LARGER WATER METERS SHALL BE
INSTALLED ABOVE-GROUND ONLY.

10. GATE VALVE BOXES SHALL NOT BE INSTALLED IN CURB OR SIDEWALK.

11. DOUBLE VALVING AND JUMPER ASSEMBLY MAY BE REQUIRED FOR TIE-INS TO EXISTING
WATER MAINS FOR PIGGING, FLUSHING, AND TESTING PER CITY DETAIL P-6.

12. ALL SAMPLE POINTS SHALL FOLLOW CITY STANDARD REQUIREMENTS.

13.   CONTRACTOR SHALL INSTALL LINE STOP 60 LF FROM NEW WATER MAIN CUT-IN AND
RESTRAIN EXISTING WATER MAIN AS REQUIRED. CONTRACTOR SHALL RESTORE
PAVEMENT PER CITY REQUIREMENTS OVER RESTRAINT OF EXISTING WATER MAIN AND
INSTALLTION OF LINESTOP.

14. CONTRACTOR SHALL DOCUMENT EXISTING SERVICE SIZE & MATERIAL AT POINT OF
CONNECTION ON AS-BUILT (TYP)

15. CONTRACTOR SHALL FIELD VERIFY ALL THE LOCATIONS AND ELEVATIONS OF ALL
EXISTING UNDERGROUND UTILITIES AND PROPOSED CROSSINGS PRIOR TO STARTING
WORK.
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CUT IN AND VERTICALLY
ROTATE 8"X8" TEE.

SAMPLE POINT #1
STA:0+18.65

OFF:7.50'R

B.O.P. EX. (2) 4" P.V.C. = 7.18
T.O.P. PROP. 8" D.I.P. = 6.27

RESTRAIN EX. WATER MAIN AS REQUIRED

RESTRAIN EX. WATER
MAIN AS REQUIRED

REMOVE EX. 6" ASBESTOS CEMENT W.M.
CONTRACTOR SHALL OBTAIN
CERTIFICATION OF THE  NEW WATER MAIN
FROM THE FDOH AND ENSURE THAT ALL
THE NEW WATER METERS CONNECTED TO
THE NEW WATER MAIN PRIOR REMOVING
THE EXISTING WATER MAIN AND
INSTALLING THE NEW DRAINAGE.

8" G.V.
STA:0+24.17

OFF:7.50'R

PILGRIM RD
7.50'

5.74'

B.O.P. PROP. 8" D.I.P. = 5.56
T.O.P. EX. 15" R.C.P. = 5.06

B.O.P. PROP. 8" D.I.P. = 5.56
T.O.P. EX. 4" GAS MAIN = 5.40

8" 22.5° VERTICAL BEND
STA:0+20.90

OFF:7.50'R
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CUT EXISTING 8" W.M. AND
CONNECT NEW 8" W.M. W/

8"X8" TEE AND 8" G.V.
SAMPLE POINT #4

TIE-IN AFTER FDOH
RELEASE (TYP.)

STA:15+15.82
OFF:5.26'R

8" G.V.
STA:15+19.82

OFF:4.92'R

8" 45° VERTICAL BENDS
STA:15+25.50

OFF:4.50'R

8" 45° VERTICAL
BENDS
STA:15+49.60
OFF:4.50'R

8" 45° VERTICAL
BENDS
STA:15+47.34
OFF:4.50'R

EX. 6" C.I.P. W.M.
TO BE GROUT FILL &
ABANDONED IN-PLACE.
REFER TO DEMO PLAN
FOR LIMITS.

RESTRAIN EX.
WATER MAIN AS

REQUIRED

RESTRAIN EX.
WATER MAIN AS

REQUIRED

RESTRAIN EX. WATER
MAIN AS REQUIRED
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PLYMOUTH RD 4.50'

B.O.P. EX. 4" P.E. GAS MAIN = 5.38
T.O.P. PROP. 8" D.I.P. W.M. = 4.37

B.O.P. EX. FIBER OPTIC CABLE = 6.52
T.O.P. PROP. 8" D.I.P. W.M. = 4.37

B.O.P. EX. (2) 4" P.V.C. ELECTRIC CONDUITS = 6.48
T.O.P. PROP. 8" D.I.P. W.M. = 4.37

7+00
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3 I.E.= 2.04 (W)
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8" 45° BEND
STA:6+79.86

OFF:7.50'R

REMOVE EX. 6" 45° BEND & CONNECT
NEW 8"X6" REDUCER TO EX. 6" W.M
TIE-IN AFTER FDOH RELEASE (TYP.)

SAMPLE POINT #3
STA:6+90.94

OFF:8.29'L

8" 45° BEND
STA:6+87.37
OFF:1.03'R

8" 45° BEND
STA:6+87.37
OFF:5.21'L

PROP. 8" 45° BEND W/
8"X6" REDUCER .

LINE 55 LF
OF EXISTING
8" V.C.P. S.S.

REMOVE & REPLACE
MANHOLE. MATCH

EXISTING EAST INVERT
AT ELEVATION 2.02 (N.E.) RESTRAIN EX.

WATER MAIN AS
REQUIRED

PILGRIM RD7.50'

4.25' 4.76'

8" G.V.
STA:6+89.12

OFF:6.72'L

EX. 18" V.C.P.  S.S.

25+79
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CUT EXISTING 12" W.M. AND
CONNECT NEW 12" W.M. W/
12"X8" TEE AND 8" G.V.
SAMPLE POINT #7
TIE-IN AFTER FDOH
RELEASE (TYP.)
STA:25+55.64
OFF:1.50'L

8" G.V.
STA:25+50.87
OFF:1.50'L

8" 45° VERTICAL BENDS
STA:25+46.99
OFF:1.49'L

8" 45° VERTICAL
BEND

STA:25+25.03
OFF:1.50'L

REMOVE EXISTING FIRE
HYDRANT ASSEMBLY.

EX. 6" C.I.P. W.M.
TO BE GROUT FILL &

ABANDONED IN-PLACE.
REFER TO DEMO PLAN

FOR LIMITS.

REHABILITATE EXISTING
MANHOLE PER CITY
STANDARDS. MATCH
EXISTING WEST INVERT
ELEVATION.

S FLAG
LER

 D
R

PLYMOUTH RD

B.O.P. EX. 15" R.C.P. = -1.24
T.O.P. PROP. 8" D.I.P. = -2.24 PROPOSED WATER AND SEWER LEGEND:

FIRE HYDRANT ASSEMBLY W/ ANCHOR TEE

GATE VALVE

WATER METER

SAMPLING POINT

REDUCER

BACKFLOW PREVENTER

SIAMESE FIRE CONNECTION

PLUG

R.E. =        RIM ELEVATION

SANITARY SEWER MANHOLE

CLEANOUT (SHALL BE INSTALLED AT BACK OF SIDEWALK, TYP.)

SANITARY SEWER
PIPE FLOW DIRECTION
SANITARY (SINGLE) SERVICE

SANITARY (DOUBLE) SERVICE
PAVEMENT RESTORATION

BOT. = X.XX
TOP = X.XX

CONFLICT CALLOUT

>< >< >< ><

EXISTING SANITARY SEWER PIPE TO BE REMOVED.

EXISTING WATER MAIN AND SEWER MAIN TO
BE GROUT FILLED & ABANDONED IN-PLACE.

I.E. =        INVERT ELEVATION

MILL & RESURFACE EXISTING ASPHALT

PROPOSED SOD RESTORATION

0 10' 20'

CRAVEN   THOMPSON AND ASSOCIATES, INC.
ENGINEERS       PLANNERS       SURVEYORS

Leonard Z. Gamble
Florida P.E. No. 65921

January 15, 2026CITY PROJECT No. 51999941

PILGRIM ROAD AND PLYMOUTH ROAD
UTILITIES IMPROVEMENTS

PREPARED FOR
CITY OF WEST PALM BEACH C-22

WATER MAIN CONNECTION

VIEW 1
SCALE: 1"=10'

EXISTING LEGEND:

KEY MAP

VERTICAL INFORMATION HEREON IS RELATIVE TO
THE NORTH AMERICAN VERTICAL DATUM (NAVD88).

N.G.V.D

N.A.V.D. 88
N.A.V.D. 88 = N.G.V.D 29 - 1.50'
N.G.V.D. 29 = N.A.V.D. 88 + 1.50'

1.50'

NOTES:
1. CONTRACTOR TO FIELD VERIFY LOCATION, DEPTH, AND SIZE OF ALL EXISTING UTILITIES

PRIOR TO BEGINNING CONSTRUCTION.

2. ALL WATER MAIN PIPES 4" AND LARGER SHALL BE CLASS 52 MECHANICAL JOINT AND
CEMENT MORTAR LINED.  ALL D.I.P. SHALL BE POLY WRAPPED IN ACCORDANCE WITH
C105/A21.5-05.

3. ALL WATER MAIN PIPE, INCLUDING FITTINGS, SHALL BE COLOR CODED OR MARKED BLUE
AS A PREDOMINANT COLOR TO DIFFERENTIATE DRINKING WATER FROM RECLAIMED OR
OTHER WATER.  ALL FITTINGS AND PIPING FLANGED BOLTS,NUTS,  AND WASHERS SHALL
BE MADE OF A-316 STAINLESS STEEL.

4. ALL PROPOSED BACKFLOW DEVICES SHALL BE LEAD FREE.

5. ALL PROPOSED FIRE LINES, I.E., MAINS, FIRE SERVICES, "SIAMESE" CONNECTION LINES
ETC. TO BE DESIGNED, PERMITTED, & INSTALLED BY A STATE LICENSED FIRE LINE
CONTRACTOR PER F.S. 633.

6. ALL FIRE LINES TO BE INSPECTED BY CERTIFIED FIRE LINE INSPECTORS.

7. STATE LICENSED FIRE LINE CONTRACTOR, UPON COMPLETION OF REQUIRED TESTING,
SHALL ISSUE A "LICENSED UNDERGROUND TEST CERTIFICATE" PRIOR TO ACCEPTANCE
FOR PLACING FIRE LINE INTO SERVICE.

8.  ALL SANITARY SEWER SERVICE LATERALS SHALL BE MINIMUM 1% SLOPE.

9. BACKFLOWS SHALL BE INSTALLED ON PRIVATE PROPERTY OUTSIDE OF EASEMENTS
AND RIGHTS OF WAY.  DOMESTIC WATER METERS SHALL BE INSTALLED IMMEDIATELY
ADJACENT TO PROPERTY LINE, 3 INCH AND LARGER WATER METERS SHALL BE
INSTALLED ABOVE-GROUND ONLY.

10. GATE VALVE BOXES SHALL NOT BE INSTALLED IN CURB OR SIDEWALK.

11. DOUBLE VALVING AND JUMPER ASSEMBLY WILL BE REQUIRED FOR TIE-INS TO EXISTING
WATER MAINS FOR PIGGING, FLUSHING, AND TESTING PER CITY DETAIL P-6.

12. ALL SAMPLE POINTS SHALL FOLLOW CITY STANDARD REQUIREMENTS.

13.   CONTRACTOR SHALL INSTALL LINE STOP 60 LF FROM NEW WATER MAIN CUT-IN AND
RESTRAIN EXISTING WATER MAIN AS REQUIRED. CONTRACTOR SHALL RESTORE
PAVEMENT PER CITY REQUIREMENTS OVER RESTRAINT OF EXISTING WATER MAIN AND
INSTALLTION OF LINESTOP.

0 10' 20' VIEW 3
SCALE: 1"=10'

0 10' 20' VIEW 2
SCALE: 1"=10'

0 10' 20' VIEW 4
SCALE: 1"=10'
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EX. AT&T CONDUIT

EX. FIBER OPTIC CABLE
(CROWN CASTLE)

1 I.E.= 4.38 (E)
R.E.=9.11

EX. IN-LINE VALVES

EX. 12" V.C.P.  S.S.

EX. 15" R.C.P.  S.T.R.M.

EX. 24" R.C.P.  S.T.R.M.

EX. 4" GAS MAIN

EX. FIBER OPTIC CABLE
(CROWN CASTLE)

EX. 2" GAS MAIN

2 I.E.= 3.60 (E)
I.E.= 3.60 (W)

R.E.=8.90
CONTROL STRUCTURE 5'X8'

1 I.E.= 3.55 (E)
I.E.= 3.55 (N)
I.E.= 3.55 (S)

R.E.=9.40
MH 4' DIA.

173 LF - 15" RCP
166 LF - 15" RCP

CUT EXISTING  15" R.C.P.
AND CONNECT NEW
MANHOLE #1

REMOVE EX. 3" TRANSITE W.M.
CONTRACTOR SHALL OBTAIN
CERTIFICATION OF THE  NEW WATER MAIN
FROM THE FDOH AND ENSURE THAT ALL
THE NEW WATER METERS CONNECTED TO
THE NEW WATER MAIN PRIOR REMOVING
THE EXISTING WATER MAIN AND
INSTALLING THE NEW DRAINAGE.

REMOVE EX. 6" TRANSITE W.M.
CONTRACTOR SHALL OBTAIN
CERTIFICATION OF THE  NEW WATER MAIN
FROM THE FDOH AND ENSURE THAT ALL
THE NEW WATER METERS CONNECTED TO
THE NEW WATER MAIN PRIOR REMOVING
THE EXISTING WATER MAIN AND
INSTALLING THE NEW DRAINAGE.
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R.E.=8.90
CONTROL STRUCTURE 5'X8'

I.E.= 3.55 (E)

EX. 3" A.C.P. W.M.
(TO BE REMOVED)

EX. 3" A.C.P. W.M.
(TO BE REMOVED)
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ENGINEERS       PLANNERS       SURVEYORS

Leonard Z. Gamble
Florida P.E. No. 65921

December 16, 2025CITY PROJECT No. 51999941

PILGRIM ROAD AND PLYMOUTH ROAD
UTILITIES IMPROVEMENTS

PREPARED FOR
CITY OF WEST PALM BEACH C-23
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EXISTING LEGEND:

KEY MAP

0

PAVING, GRADING AND
DRAINAGE PLAN

VERTICAL INFORMATION HEREON IS RELATIVE TO
THE NORTH AMERICAN VERTICAL DATUM (NAVD88).

N.G.V.D

N.A.V.D. 88
N.A.V.D. 88 = N.G.V.D 29 - 1.50'
N.G.V.D. 29 = N.A.V.D. 88 + 1.50'

1.50'

PROPOSED DRAINAGE LEGEND:

DRAINAGE STRUCTURE NUMBER

RIM ELEVATION

GRATE ELEVATION

INVERT ELEVATION

DRAINAGE STRUCTURE TYPE

PROPOSED DRAINAGE MANHOLE

PROPOSED DRAINAGE CATCH BASIN

DRAINAGE FLOW DIRECTION

PROPOSED PAVEMENT ELEVATION

PROPOSED DRAINAGE WELL

PROPOSED DRAINAGE CLEAN OUT (SEE
ARCHITECTURAL PLANS)

PROPOSED CONCRETE ELEVATION

PROPOSED STORM SEWER

PROPOSED EXFILTRATION TRENCH

5.55

5.55

PROPOSED DRAINAGE LEGEND:

DRAINAGE STRUCTURE NUMBER

RIM ELEVATION

GRATE ELEVATION

INVERT ELEVATION

DRAINAGE STRUCTURE TYPE

PROPOSED DRAINAGE MANHOLE

PROPOSED DRAINAGE CATCH BASIN

DRAINAGE FLOW DIRECTION

PROPOSED PAVEMENT ELEVATION

PROPOSED DRAINAGE WELL

PROPOSED DRAINAGE CLEAN OUT (SEE
ARCHITECTURAL PLANS)

PROPOSED CONCRETE ELEVATION

PROPOSED STORM SEWER

PROPOSED EXFILTRATION TRENCH

5.55

5.55

NOTES:

1.     LOCATIONS OF ALL  EXISTING UTILITIES ARE
APPROXIMATE AND SHOULD BE FIELD VERIFIED PRIOR
TO CONSTRUCTION.

2.     CONTRACTOR TO FIELD VERIFY AND TELEVISION ANY
AND ALL EXISTING STORM SEWER ADJACENT TO
PROJECT.

3.     ALL ROOF LEADERS SHALL HAVE A MINIMUM 1% SLOPE,
UNLESS OTHERWISE NOTED.

4.     CONTRACTOR TO ADJUST ALL EXISTING RIM/GRATES OF
EXISTING UTILITY APPURTENANCES TO REMAIN TO
MATCH PROPOSED GRADES.

5.     ALL PIPE LENGTHS ARE MEASURED FROM CENTER OF
STRUCTURE.

6.     THE CROSS SLOPE ON A.D.A. ACCESSIBLE ROUTES
SHALL NOT EXCEED 2.0%, THE LONGITUDINAL SLOPE ON
A.D.A. ACCESSIBLE ROUTES (NOT INCLUDING RAMPS)
SHALL NOT EXCEED 5.0%. THE LONGITUDINAL SLOPE FOR
RAMPS SHALL NOT EXCEED 12:1 (8.33%).

SPECIAL NOTE:

1. ALL CURB RAMPS ADJACENT TO ANY WORK INCLUDING
MILLING AND RESURFACING THAT DO NOT MEET ADA AND
FDOT CRITERIA SHALL BE REPLACED.

NOTES:

1.     LOCATIONS OF ALL  EXISTING UTILITIES ARE
APPROXIMATE AND SHOULD BE FIELD VERIFIED PRIOR
TO CONSTRUCTION.

2.     CONTRACTOR TO FIELD VERIFY AND TELEVISION ANY
AND ALL EXISTING STORM SEWER ADJACENT TO
PROJECT.

3.     ALL ROOF LEADERS SHALL HAVE A MINIMUM 1% SLOPE,
UNLESS OTHERWISE NOTED.

4.     CONTRACTOR TO ADJUST ALL EXISTING RIM/GRATES OF
EXISTING UTILITY APPURTENANCES TO REMAIN TO
MATCH PROPOSED GRADES.

5.     ALL PIPE LENGTHS ARE MEASURED FROM CENTER OF
STRUCTURE.

6.     THE CROSS SLOPE ON A.D.A. ACCESSIBLE ROUTES
SHALL NOT EXCEED 2.0%, THE LONGITUDINAL SLOPE ON
A.D.A. ACCESSIBLE ROUTES (NOT INCLUDING RAMPS)
SHALL NOT EXCEED 5.0%. THE LONGITUDINAL SLOPE FOR
RAMPS SHALL NOT EXCEED 12:1 (8.33%).

7.     CONTRACTOR SHALL PROVIDE ALL FITTINGS,
COUPLINGS, AN/OR ADAPTERS NECESSARY TO CONNECT
TO THE BUILDING PLUMBING AND TO CONNECT ROOF
LEADERS TO THE MAIN STORM LINES.

8.     CITY LOGOS TO BE LOCATED ON ALL STORM SEWER
STRUCTURES WITHIN CITY RIGHT-OF-WAY.

SPECIAL NOTE:

1. ALL CURB RAMPS ADJACENT TO ANY WORK INCLUDING
MILLING AND RESURFACING THAT DO NOT MEET ADA AND
FDOT CRITERIA SHALL BE REPLACED.

PAVEMENT RESTORATION

MILL & RESURFACE EXISTING ASPHALT

PROPOSED SOD RESTORATIONI.E.=

G.E.=

R.E.=

CB-6'

1
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EX. 2" GAS MAIN

6 I.E.= 0.50 (S)
R.E.=7.85
TYPE "C" DITCH BOTTOM

5 I.E.= 0.50 (NW)
I.E.= 3.70 (E)

R.E.=8.21
TYPE "C" DITCH BOTTOM

4 I.E.= 3.75 (W)
R.E.=8.24
TYPE "C" DITCH BOTTOM

3 I.E.= 3.65 (W)
I.E.= 3.65 (E)

R.E.=8.60
MH 4' DIA.

6 LF - 15" RCP

36 LF - 12" RCP

258 LF - 15" RCP

B.O.P PROP 8" P.V.C. S.S.= 2.21
T.O.P. PROP. 15" R.C.P. STORM = 1.93

B.O.P PROP. 8" D.I.P. W.M. = 4.65
T.O.P. PROP. 15" R.C.P. STORM = 1.93

REMOVE EX. 3" TRANSITE W.M.
CONTRACTOR SHALL OBTAIN
CERTIFICATION OF THE  NEW WATER MAIN
FROM THE FDOH AND ENSURE THAT ALL
THE NEW WATER METERS CONNECTED TO
THE NEW WATER MAIN PRIOR REMOVING
THE EXISTING WATER MAIN AND
INSTALLING THE NEW DRAINAGE.

26 LF - 15" RCP

27 I.E.= 0.50 (N)
I.E.= 0.50 (SE)
I.E.= 3.70 (W)

R.E.=8.00
MH 4' DIA.

3.53'

5.02'
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EX. 8" V.C.P.  S.S.
(TO BE REMOVED)

8" G.V.

3 I.E.= 2.04 (W)
I.E.= 2.02 (NE)

R.E.=8.40

REMOVE & REPLACE
MANHOLE

EX. 3" A.C.P. W.M.
(TO BE REMOVED)

EX. 6" W.M.

4+00 5+00 6+00 7+00

258 LF - 15" RCP

36 LF - 12" RCP3
I.E.= 3.65 (E)
I.E.= 3.65 (W)
R.E.=8.60
TYPE "C" DITCH BOTTOM

6I.E.= 0.50 (S)
I.E.= 3.70 (W)

R.E.=7.85
TYPE "C" DITCH BOTTOM

5I.E.= 0.50 (N)
I.E.= 3.70 (E)

R.E.=8.21
TYPE "C" DITCH BOTTOM

4I.E.= 3.75 (W)
R.E.=8.24

YD 12" DIA. COLLAR

RESTRAIN EXISTING WATER MAIN
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Leonard Z. Gamble
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December 16, 2025CITY PROJECT No. 51999941

PILGRIM ROAD AND PLYMOUTH ROAD
UTILITIES IMPROVEMENTS

PREPARED FOR
CITY OF WEST PALM BEACH C-24

PLAN VIEW
SCALE: 1"=20'
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KEY MAP

PROFILE VIEW
VERTICAL SCALE: 1"=2'
HORIZONTAL SCALE: 1"=20'
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PAVING, GRADING AND
DRAINAGE PLAN

VERTICAL INFORMATION HEREON IS RELATIVE TO
THE NORTH AMERICAN VERTICAL DATUM (NAVD88).

N.G.V.D

N.A.V.D. 88
N.A.V.D. 88 = N.G.V.D 29 - 1.50'
N.G.V.D. 29 = N.A.V.D. 88 + 1.50'

1.50'

PROPOSED DRAINAGE LEGEND:

DRAINAGE STRUCTURE NUMBER

RIM ELEVATION

GRATE ELEVATION

INVERT ELEVATION

DRAINAGE STRUCTURE TYPE

PROPOSED DRAINAGE MANHOLE

PROPOSED DRAINAGE CATCH BASIN

DRAINAGE FLOW DIRECTION

PROPOSED PAVEMENT ELEVATION

PROPOSED DRAINAGE WELL

PROPOSED DRAINAGE CLEAN OUT (SEE
ARCHITECTURAL PLANS)

PROPOSED CONCRETE ELEVATION

PROPOSED STORM SEWER

PROPOSED EXFILTRATION TRENCH

5.55

5.55

PROPOSED DRAINAGE LEGEND:

DRAINAGE STRUCTURE NUMBER

RIM ELEVATION

GRATE ELEVATION

INVERT ELEVATION

DRAINAGE STRUCTURE TYPE

PROPOSED DRAINAGE MANHOLE

PROPOSED DRAINAGE CATCH BASIN

DRAINAGE FLOW DIRECTION

PROPOSED PAVEMENT ELEVATION

PROPOSED DRAINAGE WELL

PROPOSED DRAINAGE CLEAN OUT (SEE
ARCHITECTURAL PLANS)

PROPOSED CONCRETE ELEVATION

PROPOSED STORM SEWER

PROPOSED EXFILTRATION TRENCH

5.55

5.55

NOTES:

1.     LOCATIONS OF ALL  EXISTING UTILITIES ARE
APPROXIMATE AND SHOULD BE FIELD VERIFIED PRIOR
TO CONSTRUCTION.

2.     CONTRACTOR TO FIELD VERIFY AND TELEVISION ANY
AND ALL EXISTING STORM SEWER ADJACENT TO
PROJECT.

3.     ALL ROOF LEADERS SHALL HAVE A MINIMUM 1% SLOPE,
UNLESS OTHERWISE NOTED.

4.     CONTRACTOR TO ADJUST ALL EXISTING RIM/GRATES OF
EXISTING UTILITY APPURTENANCES TO REMAIN TO
MATCH PROPOSED GRADES.

5.     ALL PIPE LENGTHS ARE MEASURED FROM CENTER OF
STRUCTURE.

6.     THE CROSS SLOPE ON A.D.A. ACCESSIBLE ROUTES
SHALL NOT EXCEED 2.0%, THE LONGITUDINAL SLOPE ON
A.D.A. ACCESSIBLE ROUTES (NOT INCLUDING RAMPS)
SHALL NOT EXCEED 5.0%. THE LONGITUDINAL SLOPE FOR
RAMPS SHALL NOT EXCEED 12:1 (8.33%).

SPECIAL NOTE:

1. ALL CURB RAMPS ADJACENT TO ANY WORK INCLUDING
MILLING AND RESURFACING THAT DO NOT MEET ADA AND
FDOT CRITERIA SHALL BE REPLACED.

NOTES:

1.     LOCATIONS OF ALL  EXISTING UTILITIES ARE
APPROXIMATE AND SHOULD BE FIELD VERIFIED PRIOR
TO CONSTRUCTION.

2.     CONTRACTOR TO FIELD VERIFY AND TELEVISION ANY
AND ALL EXISTING STORM SEWER ADJACENT TO
PROJECT.

3.     ALL ROOF LEADERS SHALL HAVE A MINIMUM 1% SLOPE,
UNLESS OTHERWISE NOTED.

4.     CONTRACTOR TO ADJUST ALL EXISTING RIM/GRATES OF
EXISTING UTILITY APPURTENANCES TO REMAIN TO
MATCH PROPOSED GRADES.

5.     ALL PIPE LENGTHS ARE MEASURED FROM CENTER OF
STRUCTURE.

6.     THE CROSS SLOPE ON A.D.A. ACCESSIBLE ROUTES
SHALL NOT EXCEED 2.0%, THE LONGITUDINAL SLOPE ON
A.D.A. ACCESSIBLE ROUTES (NOT INCLUDING RAMPS)
SHALL NOT EXCEED 5.0%. THE LONGITUDINAL SLOPE FOR
RAMPS SHALL NOT EXCEED 12:1 (8.33%).

7.     CONTRACTOR SHALL PROVIDE ALL FITTINGS,
COUPLINGS, AN/OR ADAPTERS NECESSARY TO CONNECT
TO THE BUILDING PLUMBING AND TO CONNECT ROOF
LEADERS TO THE MAIN STORM LINES.

8.     CITY LOGOS TO BE LOCATED ON ALL STORM SEWER
STRUCTURES WITHIN CITY RIGHT-OF-WAY.

SPECIAL NOTE:

1. ALL CURB RAMPS ADJACENT TO ANY WORK INCLUDING
MILLING AND RESURFACING THAT DO NOT MEET ADA AND
FDOT CRITERIA SHALL BE REPLACED.

PAVEMENT RESTORATION

MILL & RESURFACE EXISTING ASPHALT

PROPOSED SOD RESTORATIONI.E.=

G.E.=

R.E.=

CB-6'

1
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PILGRIM ROAD AND PLYMOUTH ROAD
UTILITIES IMPROVEMENTS

PREPARED FOR
CITY OF WEST PALM BEACH C-26

PAVING, GRADING AND
DRAINAGE DETAILS

I.E.= 
I.E.=3.60

A
6" 7"

CONTROL STRUCTURE
SCALE: N.T.S.

ACCESS OPENING
(TYP.- BOTH SIDES)

A

8' - 0"

5'
 - 

0"12"

12
"

12
"

12" 12" 7" 34"

8"

PLAN
U.S. FOUNDRY FRAME No. 580

AND COVER 'E' (OR APPROVED
EQUAL) MANHOLE

 RIM ELV.=  8.90
U.S. FOUNDRY FRAME
No. 4122-6172
AND GRATE 'AM'
(OR APPROVED EQUAL)
RIM ELV.= CATCH BASIN

25"

8"
8"

6"

No. 5 AT 6" O.C.
EA. WAY34"24"

3" BLEEDER
I.E.=4.00

12"

8"
3.5' 3.5'

7"

6"

6"

SECTION A-A

No. 4 AT 12" (V) O.C.
No. 4 AT 6" (H) O.C.
(TYPICAL FOR ALL
WALLS AND BAFFLES)

SUMP (MIN.)
ELEV.= 1.60

6"

WASHED ROCKNo. 5 AT 12" O.C.
EA. WAY

24
"

I.E.=3.60
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PILGRIM ROAD AND PLYMOUTH ROAD
UTILITIES IMPROVEMENTS

PREPARED FOR
CITY OF WEST PALM BEACH C-27

KEY MAP

NOTE:
REFER TO SPECIFICATIONS FOR
RESTORATION LIMITS OF PRIVATE
SIDE SEWER LATERAL
INSTALLATION.

EXISTING LEGEND:

VERTICAL INFORMATION HEREON IS RELATIVE TO
THE NORTH AMERICAN VERTICAL DATUM (NAVD88).

N.G.V.D

N.A.V.D. 88
N.A.V.D. 88 = N.G.V.D 29 - 1.50'
N.G.V.D. 29 = N.A.V.D. 88 + 1.50'

1.50'

NOTES:

1.) CONTRACTOR SHALL ASSUME ANY AND ALL RESPONSIBILITIES FOR ANY WATER CONTROL
VIOLATIONS RESULTING FROM FAILURE TO ELIMINATE AND/OR CONTROL TURBID RUNOFF FROM
LEAVING THE SITE AS ISSUED BY ANY AGENCY HAVING JURISDICTION.

2.) CONTRACTOR SHALL PROVIDE TEMPORARY DEWATERING AREA(S) PRIOR TO ANY EXCAVATION
FOR PIPE INSTALLATION. DEWATERING AREA(S) SHALL BE PROTECTED WITH SILT SCREENS. ALL
DEWATERING OPERATIONS SHALL DISCHARGE INTO TANKER TRUCKS AND NO DIRECT DISCHARGE
INTO THE EXISTING OR NEW DITCHES, STORM DRAINS, AND/OR PUBLIC RIGHT OF WAY WILL BE
ALLOWED.

3.) CONTRACTOR SHALL MAINTAIN A POLLUTION PREVENTION CONTROL LOG AND CONDUCT WEEKLY
INSPECTIONS AND WITHIN 24 HOURS OF A 0.25" STORM EVENT.

4.) CONTRACTOR TO EMPLOY BEST MANAGEMENT PRACTICES THROUGHOUT CONSTRUCTION IN
ORDER TO ENSURE POLLUTION PREVENTION.  CONTRACTOR TO COMPLY WITH ALL LOCAL, STATE,
AND OTHER LOCAL GOVERNMENTAL ENVIRONMENTAL REGULATIONS THROUGHOUT CONSTRUCTION.

5.) DURING CONSTRUCTION, ALL CATCH BASINS TO BE EQUIPPED WITH FILTER FABRIC AND HAY
BALES OVER GRATES.

6.) ALL AREAS DISTURBED DURING CONSTRUCTION SHALL BE STABILIZED WITHIN A REASONABLE
PERIOD OF TIME TO ASSURE MINIMUM EROSION OF SOILS.

7.) NO LAND CLEARING OR GRADING SHALL BEGIN UNTIL ALL EROSION CONTROL MEASURES HAVE
BEEN INSTALLED.

8.) ADDITIONAL EROSION AND SEDIMENT CONTROL MEASURES SHALL BE INSTALLED IF DEEMED
NECESSARY.  ADDITIONAL CONTROL MEASURES SHALL BE INSTALLED AT CONTRACTORS EXPENSE.

9.) CONTRACTOR SHALL CLEAN ANY DEBRIS, DIRT OR MATERIAL FROM HIATUS ROAD ON A DAILY
BASIS.
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CRAVEN   THOMPSON AND ASSOCIATES, INC.
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Leonard Z. Gamble
Florida P.E. No. 65921

December 16, 2025CITY PROJECT No. 51999941

PILGRIM ROAD AND PLYMOUTH ROAD
UTILITIES IMPROVEMENTS

PREPARED FOR
CITY OF WEST PALM BEACH C-28

PLAN VIEW
SCALE: 1"=20'

KEY MAP

NOTE:
REFER TO SPECIFICATIONS FOR
RESTORATION LIMITS OF PRIVATE
SIDE SEWER LATERAL
INSTALLATION.

EXISTING LEGEND:

VERTICAL INFORMATION HEREON IS RELATIVE TO
THE NORTH AMERICAN VERTICAL DATUM (NAVD88).

N.G.V.D

N.A.V.D. 88
N.A.V.D. 88 = N.G.V.D 29 - 1.50'
N.G.V.D. 29 = N.A.V.D. 88 + 1.50'

1.50'

NOTES:

1.) CONTRACTOR SHALL ASSUME ANY AND ALL RESPONSIBILITIES FOR ANY WATER CONTROL
VIOLATIONS RESULTING FROM FAILURE TO ELIMINATE AND/OR CONTROL TURBID RUNOFF FROM
LEAVING THE SITE AS ISSUED BY ANY AGENCY HAVING JURISDICTION.

2.) CONTRACTOR SHALL PROVIDE TEMPORARY DEWATERING AREA(S) PRIOR TO ANY EXCAVATION
FOR PIPE INSTALLATION. DEWATERING AREA(S) SHALL BE PROTECTED WITH SILT SCREENS. ALL
DEWATERING OPERATIONS SHALL DISCHARGE INTO TANKER TRUCKS AND NO DIRECT DISCHARGE
INTO THE EXISTING OR NEW DITCHES, STORM DRAINS, AND/OR PUBLIC RIGHT OF WAY WILL BE
ALLOWED.

3.) CONTRACTOR SHALL MAINTAIN A POLLUTION PREVENTION CONTROL LOG AND CONDUCT WEEKLY
INSPECTIONS AND WITHIN 24 HOURS OF A 0.25" STORM EVENT.

4.) CONTRACTOR TO EMPLOY BEST MANAGEMENT PRACTICES THROUGHOUT CONSTRUCTION IN
ORDER TO ENSURE POLLUTION PREVENTION.  CONTRACTOR TO COMPLY WITH ALL LOCAL, STATE,
AND OTHER LOCAL GOVERNMENTAL ENVIRONMENTAL REGULATIONS THROUGHOUT CONSTRUCTION.

5.) DURING CONSTRUCTION, ALL CATCH BASINS TO BE EQUIPPED WITH FILTER FABRIC AND HAY
BALES OVER GRATES.

6.) ALL AREAS DISTURBED DURING CONSTRUCTION SHALL BE STABILIZED WITHIN A REASONABLE
PERIOD OF TIME TO ASSURE MINIMUM EROSION OF SOILS.

7.) NO LAND CLEARING OR GRADING SHALL BEGIN UNTIL ALL EROSION CONTROL MEASURES HAVE
BEEN INSTALLED.

8.) ADDITIONAL EROSION AND SEDIMENT CONTROL MEASURES SHALL BE INSTALLED IF DEEMED
NECESSARY.  ADDITIONAL CONTROL MEASURES SHALL BE INSTALLED AT CONTRACTORS EXPENSE.

9.) CONTRACTOR SHALL CLEAN ANY DEBRIS, DIRT OR MATERIAL FROM HIATUS ROAD ON A DAILY
BASIS.
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PILGRIM ROAD AND PLYMOUTH ROAD
UTILITIES IMPROVEMENTS

PREPARED FOR
CITY OF WEST PALM BEACH C-29

PLAN VIEW
SCALE: 1"=20'

KEY MAP

NOTE:
REFER TO SPECIFICATIONS FOR
RESTORATION LIMITS OF PRIVATE
SIDE SEWER LATERAL
INSTALLATION.

EXISTING LEGEND:

VERTICAL INFORMATION HEREON IS RELATIVE TO
THE NORTH AMERICAN VERTICAL DATUM (NAVD88).

N.G.V.D

N.A.V.D. 88
N.A.V.D. 88 = N.G.V.D 29 - 1.50'
N.G.V.D. 29 = N.A.V.D. 88 + 1.50'

1.50'

NOTES:

1.) CONTRACTOR SHALL ASSUME ANY AND ALL RESPONSIBILITIES FOR ANY WATER CONTROL
VIOLATIONS RESULTING FROM FAILURE TO ELIMINATE AND/OR CONTROL TURBID RUNOFF FROM
LEAVING THE SITE AS ISSUED BY ANY AGENCY HAVING JURISDICTION.

2.) CONTRACTOR SHALL PROVIDE TEMPORARY DEWATERING AREA(S) PRIOR TO ANY EXCAVATION
FOR PIPE INSTALLATION. DEWATERING AREA(S) SHALL BE PROTECTED WITH SILT SCREENS. ALL
DEWATERING OPERATIONS SHALL DISCHARGE INTO TANKER TRUCKS AND NO DIRECT DISCHARGE
INTO THE EXISTING OR NEW DITCHES, STORM DRAINS, AND/OR PUBLIC RIGHT OF WAY WILL BE
ALLOWED.

3.) CONTRACTOR SHALL MAINTAIN A POLLUTION PREVENTION CONTROL LOG AND CONDUCT WEEKLY
INSPECTIONS AND WITHIN 24 HOURS OF A 0.25" STORM EVENT.

4.) CONTRACTOR TO EMPLOY BEST MANAGEMENT PRACTICES THROUGHOUT CONSTRUCTION IN
ORDER TO ENSURE POLLUTION PREVENTION.  CONTRACTOR TO COMPLY WITH ALL LOCAL, STATE,
AND OTHER LOCAL GOVERNMENTAL ENVIRONMENTAL REGULATIONS THROUGHOUT CONSTRUCTION.

5.) DURING CONSTRUCTION, ALL CATCH BASINS TO BE EQUIPPED WITH FILTER FABRIC AND HAY
BALES OVER GRATES.

6.) ALL AREAS DISTURBED DURING CONSTRUCTION SHALL BE STABILIZED WITHIN A REASONABLE
PERIOD OF TIME TO ASSURE MINIMUM EROSION OF SOILS.

7.) NO LAND CLEARING OR GRADING SHALL BEGIN UNTIL ALL EROSION CONTROL MEASURES HAVE
BEEN INSTALLED.

8.) ADDITIONAL EROSION AND SEDIMENT CONTROL MEASURES SHALL BE INSTALLED IF DEEMED
NECESSARY.  ADDITIONAL CONTROL MEASURES SHALL BE INSTALLED AT CONTRACTORS EXPENSE.

9.) CONTRACTOR SHALL CLEAN ANY DEBRIS, DIRT OR MATERIAL FROM HIATUS ROAD ON A DAILY
BASIS.
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Leonard Z. Gamble
Florida P.E. No. 65921

December 16, 2025CITY PROJECT No. 51999941

PILGRIM ROAD AND PLYMOUTH ROAD
UTILITIES IMPROVEMENTS

PREPARED FOR
CITY OF WEST PALM BEACH C-30

KEY MAP

NOTE:
REFER TO SPECIFICATIONS FOR
RESTORATION LIMITS OF PRIVATE
SIDE SEWER LATERAL
INSTALLATION.

EXISTING LEGEND:

VERTICAL INFORMATION HEREON IS RELATIVE TO
THE NORTH AMERICAN VERTICAL DATUM (NAVD88).

N.G.V.D

N.A.V.D. 88
N.A.V.D. 88 = N.G.V.D 29 - 1.50'
N.G.V.D. 29 = N.A.V.D. 88 + 1.50'

1.50'

NOTES:

1.) CONTRACTOR SHALL ASSUME ANY AND ALL RESPONSIBILITIES FOR ANY WATER CONTROL
VIOLATIONS RESULTING FROM FAILURE TO ELIMINATE AND/OR CONTROL TURBID RUNOFF FROM
LEAVING THE SITE AS ISSUED BY ANY AGENCY HAVING JURISDICTION.

2.) CONTRACTOR SHALL PROVIDE TEMPORARY DEWATERING AREA(S) PRIOR TO ANY EXCAVATION
FOR PIPE INSTALLATION. DEWATERING AREA(S) SHALL BE PROTECTED WITH SILT SCREENS. ALL
DEWATERING OPERATIONS SHALL DISCHARGE INTO TANKER TRUCKS AND NO DIRECT DISCHARGE
INTO THE EXISTING OR NEW DITCHES, STORM DRAINS, AND/OR PUBLIC RIGHT OF WAY WILL BE
ALLOWED.

3.) CONTRACTOR SHALL MAINTAIN A POLLUTION PREVENTION CONTROL LOG AND CONDUCT WEEKLY
INSPECTIONS AND WITHIN 24 HOURS OF A 0.25" STORM EVENT.

4.) CONTRACTOR TO EMPLOY BEST MANAGEMENT PRACTICES THROUGHOUT CONSTRUCTION IN
ORDER TO ENSURE POLLUTION PREVENTION.  CONTRACTOR TO COMPLY WITH ALL LOCAL, STATE,
AND OTHER LOCAL GOVERNMENTAL ENVIRONMENTAL REGULATIONS THROUGHOUT CONSTRUCTION.

5.) DURING CONSTRUCTION, ALL CATCH BASINS TO BE EQUIPPED WITH FILTER FABRIC AND HAY
BALES OVER GRATES.

6.) ALL AREAS DISTURBED DURING CONSTRUCTION SHALL BE STABILIZED WITHIN A REASONABLE
PERIOD OF TIME TO ASSURE MINIMUM EROSION OF SOILS.

7.) NO LAND CLEARING OR GRADING SHALL BEGIN UNTIL ALL EROSION CONTROL MEASURES HAVE
BEEN INSTALLED.

8.) ADDITIONAL EROSION AND SEDIMENT CONTROL MEASURES SHALL BE INSTALLED IF DEEMED
NECESSARY.  ADDITIONAL CONTROL MEASURES SHALL BE INSTALLED AT CONTRACTORS EXPENSE.

9.) CONTRACTOR SHALL CLEAN ANY DEBRIS, DIRT OR MATERIAL FROM HIATUS ROAD ON A DAILY
BASIS.
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CRAVEN   THOMPSON AND ASSOCIATES, INC.
ENGINEERS       PLANNERS       SURVEYORS

Leonard Z. Gamble
Florida P.E. No. 65921

December 16, 2025CITY PROJECT No. 51999941

PILGRIM ROAD AND PLYMOUTH ROAD
UTILITIES IMPROVEMENTS

PREPARED FOR
CITY OF WEST PALM BEACH

PLAN VIEW
SCALE: 1"=20'

KEY MAP

NOTE:
REFER TO SPECIFICATIONS FOR
RESTORATION LIMITS OF PRIVATE
SIDE SEWER LATERAL
INSTALLATION.

EXISTING LEGEND:

VERTICAL INFORMATION HEREON IS RELATIVE TO
THE NORTH AMERICAN VERTICAL DATUM (NAVD88).

N.G.V.D

N.A.V.D. 88
N.A.V.D. 88 = N.G.V.D 29 - 1.50'
N.G.V.D. 29 = N.A.V.D. 88 + 1.50'

1.50'

NOTES:

1.) CONTRACTOR SHALL ASSUME ANY AND ALL RESPONSIBILITIES FOR ANY WATER CONTROL
VIOLATIONS RESULTING FROM FAILURE TO ELIMINATE AND/OR CONTROL TURBID RUNOFF FROM
LEAVING THE SITE AS ISSUED BY ANY AGENCY HAVING JURISDICTION.

2.) CONTRACTOR SHALL PROVIDE TEMPORARY DEWATERING AREA(S) PRIOR TO ANY EXCAVATION
FOR PIPE INSTALLATION. DEWATERING AREA(S) SHALL BE PROTECTED WITH SILT SCREENS. ALL
DEWATERING OPERATIONS SHALL DISCHARGE INTO TANKER TRUCKS AND NO DIRECT DISCHARGE
INTO THE EXISTING OR NEW DITCHES, STORM DRAINS, AND/OR PUBLIC RIGHT OF WAY WILL BE
ALLOWED.

3.) CONTRACTOR SHALL MAINTAIN A POLLUTION PREVENTION CONTROL LOG AND CONDUCT WEEKLY
INSPECTIONS AND WITHIN 24 HOURS OF A 0.25" STORM EVENT.

4.) CONTRACTOR TO EMPLOY BEST MANAGEMENT PRACTICES THROUGHOUT CONSTRUCTION IN
ORDER TO ENSURE POLLUTION PREVENTION.  CONTRACTOR TO COMPLY WITH ALL LOCAL, STATE,
AND OTHER LOCAL GOVERNMENTAL ENVIRONMENTAL REGULATIONS THROUGHOUT CONSTRUCTION.

5.) DURING CONSTRUCTION, ALL CATCH BASINS TO BE EQUIPPED WITH FILTER FABRIC AND HAY
BALES OVER GRATES.

6.) ALL AREAS DISTURBED DURING CONSTRUCTION SHALL BE STABILIZED WITHIN A REASONABLE
PERIOD OF TIME TO ASSURE MINIMUM EROSION OF SOILS.

7.) NO LAND CLEARING OR GRADING SHALL BEGIN UNTIL ALL EROSION CONTROL MEASURES HAVE
BEEN INSTALLED.

8.) ADDITIONAL EROSION AND SEDIMENT CONTROL MEASURES SHALL BE INSTALLED IF DEEMED
NECESSARY.  ADDITIONAL CONTROL MEASURES SHALL BE INSTALLED AT CONTRACTORS EXPENSE.

9.) CONTRACTOR SHALL CLEAN ANY DEBRIS, DIRT OR MATERIAL FROM HIATUS ROAD ON A DAILY
BASIS.

INLET PROTECTION 

SEDIMENT BARRIER (SILT FENCE TYPE III)

X

X

PROPOSED LEGEND 

RIGHT-OF-WAY

EROSION CONTROL PLAN



S. FLAG
LER

 D
R

IVE

EX. 12" D.I.P  W.M.

EX. 18" V.C.P.  S.S.

EX. 15" R.C.P.  S.T.R.M.

23+00 24+00 25+00 25+79

PLYMOUTH RD

EX. 4" P.V.C.  W.M.

W
M

W
M

W
M

W
M

W
M

W
M

W
M

W
M

W
M

W
M

W
M

WMWMWMWMWMWMWMWMWMWMWMWMWMWMWMWMWMWM

ST
R

M
ST

R
M

STRM

STRM

STRM

STRM
STRM

STRM

W
MW

M

GAS GAS GAS GAS GAS GAS GAS GAS GAS GAS GAS GAS GAS GAS GAS GAS

SS SS SS SS SS SS SS SS SS SS SS SS SS SS SS SS SS SS

SS
SS

SS
SS

SS
SS

SS
SS

SS
SS

SS
SS

><><><><><><><><><><><><><><><><><><><><><><><><><><><><><><><><><><><><><><><><><><><><><><><><><><><><><><><><><><><><><><><><><

EX. 6" X 4"
REDUCER

SS
SS

SS
SS

SS
SS

SS
SS

SS
SS

SS
SS

S FLAG
LER

 D
R

>< >< >< >< >< >< >< >< >< >< >< >< >< >< >< >< >< >< >< >< >< >< >< >< >< >< >< >< >< >< >< >< >< >< >< >< >< >< >< >< >< >< >< >< >< >< >< >< >< >< >< >< >< >< >< >< >< >< >< >< >< >< >< >< >< ><

X

X

X

X

X

X

X

X

X

X

X

X

X

X

X

X

PILGRIM RD

PLYMOUTH RD

S FLAG
ER

 D
R

S O
LIVE AVE

C-27 C-28 C-29

C-30 C-31 C-32

40'0 20'

CRAVEN   THOMPSON AND ASSOCIATES, INC.
ENGINEERS       PLANNERS       SURVEYORS

Leonard Z. Gamble
Florida P.E. No. 65921

December 16, 2025CITY PROJECT No. 51999941

PILGRIM ROAD AND PLYMOUTH ROAD
UTILITIES IMPROVEMENTS

PREPARED FOR
CITY OF WEST PALM BEACH C-32EROSION CONTROL PLAN

PLAN VIEW
SCALE: 1"=20'

KEY MAP

NOTE:
REFER TO SPECIFICATIONS FOR
RESTORATION LIMITS OF PRIVATE
SIDE SEWER LATERAL
INSTALLATION.

EXISTING LEGEND:

VERTICAL INFORMATION HEREON IS RELATIVE TO
THE NORTH AMERICAN VERTICAL DATUM (NAVD88).

N.G.V.D

N.A.V.D. 88
N.A.V.D. 88 = N.G.V.D 29 - 1.50'
N.G.V.D. 29 = N.A.V.D. 88 + 1.50'

1.50'

NOTES:

1.) CONTRACTOR SHALL ASSUME ANY AND ALL RESPONSIBILITIES FOR ANY WATER CONTROL
VIOLATIONS RESULTING FROM FAILURE TO ELIMINATE AND/OR CONTROL TURBID RUNOFF FROM
LEAVING THE SITE AS ISSUED BY ANY AGENCY HAVING JURISDICTION.

2.) CONTRACTOR SHALL PROVIDE TEMPORARY DEWATERING AREA(S) PRIOR TO ANY EXCAVATION
FOR PIPE INSTALLATION. DEWATERING AREA(S) SHALL BE PROTECTED WITH SILT SCREENS. ALL
DEWATERING OPERATIONS SHALL DISCHARGE INTO TANKER TRUCKS AND NO DIRECT DISCHARGE
INTO THE EXISTING OR NEW DITCHES, STORM DRAINS, AND/OR PUBLIC RIGHT OF WAY WILL BE
ALLOWED.

3.) CONTRACTOR SHALL MAINTAIN A POLLUTION PREVENTION CONTROL LOG AND CONDUCT WEEKLY
INSPECTIONS AND WITHIN 24 HOURS OF A 0.25" STORM EVENT.

4.) CONTRACTOR TO EMPLOY BEST MANAGEMENT PRACTICES THROUGHOUT CONSTRUCTION IN
ORDER TO ENSURE POLLUTION PREVENTION.  CONTRACTOR TO COMPLY WITH ALL LOCAL, STATE,
AND OTHER LOCAL GOVERNMENTAL ENVIRONMENTAL REGULATIONS THROUGHOUT CONSTRUCTION.

5.) DURING CONSTRUCTION, ALL CATCH BASINS TO BE EQUIPPED WITH FILTER FABRIC AND HAY
BALES OVER GRATES.

6.) ALL AREAS DISTURBED DURING CONSTRUCTION SHALL BE STABILIZED WITHIN A REASONABLE
PERIOD OF TIME TO ASSURE MINIMUM EROSION OF SOILS.

7.) NO LAND CLEARING OR GRADING SHALL BEGIN UNTIL ALL EROSION CONTROL MEASURES HAVE
BEEN INSTALLED.

8.) ADDITIONAL EROSION AND SEDIMENT CONTROL MEASURES SHALL BE INSTALLED IF DEEMED
NECESSARY.  ADDITIONAL CONTROL MEASURES SHALL BE INSTALLED AT CONTRACTORS EXPENSE.

9.) CONTRACTOR SHALL CLEAN ANY DEBRIS, DIRT OR MATERIAL FROM HIATUS ROAD ON A DAILY
BASIS.
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